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Date: JUN/27/2001 Building Listing Report Page 1
Installation: IPP - Intermountain Power Project
o T T 7 Yotal Root | Num
<. Building ID Building Name. - <« Facility Class- . |0, 5o e Joas e

1BSA Unit One Boiler Utilities and Ground 72163 17
Improvements

1BSA1 Turbine 1 Lube Oil Storage | Utilities and Ground 5278 1
Improvements

1BSA2 Turbine 2 Lube Oil Storage | Utilities and Ground 5278 1
Improvements

1BSAT1 Unit One Turbine Utilities and Ground 46680 10
Improvements

1BSB Unit One Wet Scrubber Utilities and Ground 62772 7
Improvements

1BSB1 Unit One Baghouse Utilities and Ground 1200 1
Improvements

1BSC Control Building Utilities and Ground 18828 3
Improvements

1BSH Circulating Water Utilities and Ground 13639 2
improvements

1GRD Guardhouse Administrative Facilities 235 1

1HRC-1 Cooling Tower SUS One - Utilities and Ground 1040 1
Improvements

1HRC-2 Cooling Tower SUS Two Utilities and Ground 1064 1
Improvements

1RCS Rail Car Service Maintenance and Production 43234 5
Facilities

2BSA Unit Two Boiler Utilities and Ground 72163 17
Improvements

2BSAT2 Unit Two Turbine Utilities and Ground 42240 8
Improvements

2BSB Unit Two Wet Scrubber Utilities and Ground 62772 7
Improvements

2BSB2 Unit Two Baghouse Utilities and Ground 1200 1
Improvements

9APK Emergency Generator Utilities and Ground 7736 1
Improvements

9ASA Boiler Sump Transfer Utilities and Ground 1147 1
Improvements

9ASF Sludge Transfer 2 Utilities and Ground 1928 2
Improvements

9ASF1 Sludge Transfer 1 Utilities and Ground 3432 1
Improvements

9ASF3 Sludge Transfer 3 Utilities and Ground 1928 2
Improvements
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Building Listing Report

Page 2

Installation: IPP - Intermountain Power Project

~Building ID .

* . ‘Building Name -

9ASF4

9BDS

9BJM

9BSB

9BSBC

9BSBO

9BSBP

9BSD

9BSE-A
9BSE-G

9BSK

9BSP

9BSPO

9BSPT

9BSU

9BSUC

9BSUS

9BSUT

9BSUW

9CFC

9CFCS

Sludge Transfer 4
Thaw Shed

Utility Services Building
Onsite Reservoir Pump
Conveyor Drive
Pre-Treatment Sludge

Overflow

Pre-Treatment Sludge
Transfer
Limestone Preperation

Administration Building

General Services

Water Treatment

Sludge Conditioning
Slduge Transfer
Thickener Overflow Pump
Building

Ash Water Recycle Pump
Coal Sampling Prep
Setting Basin Pump
Building

Tank Yard Pump

Waste Water Holding
Pump

Paint & Solvent Storage

Sewage Treatment

Utilities and Ground
Improvements

Utilities and Ground
Improvements

Maintenance and Production
Facilities

Utilities and Ground
Improvements

Utilities and Ground
Improvements

Utilities and Ground
Improvements

Utilities and Ground
Improvements

Maintenance and Production
Facilities

Administrative Facilities
Maintenance and Production
Facilities

Utilities and Ground
Improvements

Utilities and Ground
Improvements

Utilities and Ground
Improvements

Utilities and Ground
Improvements

Utilities and Ground
Improvements

Utilities and Ground
Improvements

Utilities and Ground
Improvements

Utilities and Ground
Improvements

Utilities and Ground
Improvements

Maintenance and Production
Facilities

Utilities and Ground
Improvements

~Area (SqFt) |
1450 1
12225 3
29054 5
4545 5
1500 1
216 1
371 1
17541 8
36923 9
96342 18
22348 3
18987 3
7760 1
448 1
4032 1
1045 1
1200 1
2240 1
1717 2
416 1
160 1
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Date: JUN/27/2001

Building Listing Report

Page 3

Installation: IPP - Intermountain Power Project

Building ID Building Name " Facility Class.. =

9CHA Coal Car Unloading Maintenance and Production 13037 4
Facilities

9CHB1 Coal Transfer 1 Utilities and Ground 6384 1
Improvements

9CHB2 Coal Transfer 2 Utilities and Ground 8865 3
Improvements

9CHB3 Coal Transfer 3 Utilities and Ground 2789 1
Improvements

9CHB4 Coal Transfer 4 Utilities and Ground 5844 2
Improvements

9CHBE Coal Transfer 3 Electrical Utilities and Ground 0 0
Improvements

9CHD Coal Crusher Utilities and Ground 4872 3
Improvements

9CMB Limestone Crusher Utilities and Ground 3072 2
Improvements

9WSA DMAD Intake Structure Utilities and Ground 4080 2
Improvements

Totals 51 775420 173
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Installation: IPP - Intermountain Power Project

‘Building ID, Name, | Membrane | oo ool | Area
o SeclID | _ . Insulation Type |
- . Category : Type .. °¥ YyP I (SqFY)
1BSA Unit One Boiler 1BSA-A | BUR: Asphalt | EXP POLYSTY STEEL 1/4 4140

Utilities and Ground

Improvements
1BSA-B | BUR: Asphalt | EXP POLYSTY STEEL 1/4 4140
1BSA-C | BUR: Asphalt | EXP POLYSTY STEEL 1/4 3277
1BSA-D | BUR: Asphalt | EXP POLYSTY STEEL 1/4 3277
1BSA-E | BUR: Asphalt | EXP POLYSTY STEEL 1/4 3277
1BSA-F | BUR: Asphalt | EXP POLYSTY STEEL 1/4 2308
1BSA-G | BUR: Asphalt | EXP POLYSTY STEEL 1/4 1792
1BSA-H | BUR: Asphalt | EXP POLYSTY STEEL 1/4 3128
1BSA-l | BUR: Asphalt | EXP POLYSTY STEEL 1/4 7728
1BSA-J | BUR: Asphalt | EXP POLYSTY STEEL 1/4 7452
1BSA-K | BUR: Asphalt | EXP POLYSTY STEEL 1/4 3128
1BSA-L | BUR: Asphalt | EXP POLYSTY STEEL 1/4 3128
1BSA-M | BUR: Asphalt | EXP POLYSTY STEEL 1/8 7728
1BSA-N | BUR: Asphalt | EXP POLYSTY 1/4 7452
1BSA-O | BUR: Asphalt | EXP POLYSTY STEEL 1/4 3128
1BSA-P | BUR: Asphalt | EXP POLYSTY STEEL 1/4 3540
1BSA-Q | BUR: Asphalt | EXP POLYSTY STEEL 1/4 3540

1BSA1 Turbine 1 Lube | 1BSA1A | BUR: Asphalt | EXT POLYSTY STEEL 1/4 5278

Oil Storage

Utilities and Ground

Improvements

1BSA2 Turbine 2 Lube | 1BSA2A | BUR: Asphalt | EXP POLYSTY STEEL 1/4 5278

Oil Storage

Utilities and Ground

Improvements

1BSAT1 Unit One 1BSATI | BUR: Asphalt | EXP POLYSTY STEEL 1/4 5400

Turbine

Utilities and Ground

Improvements
1BSATJ | BUR: Asphalt | EXP POLYSTY STEEL 1/4 5400
1BSATK | BUR: Asphalt | EXP POLYSTY STEEL 1/4 5400
1BSATL | BUR: Asphalt | EXP POLYSTY STEEL 1/4 5400
1BSATM | BUR: Asphalt | EXP POLYSTY 1/4 5040
1BSATN | BUR: Asphalt | EXP POLYSTY 1/4 5400
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Section Listing Report

Page 2

Installation: IPP - Intermountain Power Project

Building ID, Name, | .

- Category -

: W&
SR
S b b N
L VL1 INnsuU

W

lat

e

ion Type:

1BSB Unit One Wet
Scrubber

Utilities and Ground
Improvements

1BSB1 Unit One
Baghouse

Utilities and Ground
Improvements

1BSC Control Building
Utilities and Ground
Improvements

1BSH Circulating Water
Utilities and Ground
Improvements

1GRD Guardhouse
Administrative Facilities

1HRC-1 Cooling Tower
SUS One

Utilities and Ground
Improvements

1HRC-2 Cooling Tower
SUS Two

Utilities and Ground
Improvements

1BSATO

1BSATP

1BSATQ

1BSATR

1BSB-A

1BSB-B
1BSB-C
1BSB-D
1BSB-E
1BSB-F
1BSB-G
1BSB1A

1BSC-A

1BSC-B
1BSC-C
1BSH-A

1BSH-B
1GRD-A

1HRC-A

1HRC2A

BUR:

BUR:

BUR:

BUR:
BUR:
BUR:
BUR:
BUR:
BUR:
BUR:

BUR:

BUR:
BUR:
BUR:

BUR:
BUR:

BUR:

BUR:

: Asphalt

Asphait
Asphalt

Asphalt

Asphalt
Asphalt
Asphait
Asphalt
Asphalt
Asphalt
Asphailt

Asphalt

Asphalt
Asphalt
Asphalt

Asphalt
Asphalt

Asphalt

Asphalt

EXP POLYSTY

EXP POLYSTY

EXP POLYSTY

EXP POLYSTY

EXP POLYSTY

EXP POLYSTY
EXP POLYSTY
EXP POLYSTY
EXP POLYSTY
EXP POLYSTY
EXP POLYSTY
EXP POLYSTY

EXP POLYSTY

EXP POLYSTY
EXP POLYSTY
EXP POLYSTY

EXP POLYSTY
EXP POLYSTY

EXP POLYSTY

EXP POLYSTY

STEEL

STEEL

STEEL
STEEL
STEEL
STEEL
STEEL
STEEL
STEEL

STEEL

STEEL
STEEL
STEEL

STEEL

STEEL

STEEL

1/4 5400
1/4 2040
1/4 2040
1/4 10545
1/4 10545
1/4 16761
1/4 16761
1/4 3996
1/4 3996
1/4 168
1/4 1200
1/4 11394
1/4 1601
1/4 5833
1/8 4959
1/4 8680
1/4 235
1/4 1040
1/4 1064
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Date: JUN/27/2001

Section Listing Report

Page 3

Installation: IPP - Intermountain Power Project

S‘B“?*f’é‘;fggggame’ SeciD | Me_‘g;’j:“fg ' Insulation Type- |- .©
1RCS Rail Car Service | 1RCS-A | BUR: Asphait | EXP POLYSTY STEEL 1/4 10764
Maintenance and
Production Facilities
1RCS-B | BUR: Asphalt | EXP POLYSTY STEEL 1/4 9450
1RCS-C | BUR: Asphalt | EXP POLYSTY STEEL 1/4 12180
1RCS-D | BUR: Asphalt | EXP POLYSTY STEEL 1/4 10440
1RCS-E | BUR: Asphalt | EXP POLYSTY STEEL 1/4 400
2BSA Unit Two Boiler 2BSA-A | BUR: Asphalt | EXP POLYSTY STEEL 1/4 4140
Utilities and Ground
Improvements
2BSA-B | BUR: Asphalt | EXP POLYSTY STEEL 1/4 4140
2BSA-C | BUR: Asphalt | EXP POLYSTY STEEL 1/4 3277
2BSA-D | BUR: Asphalt | EXP POLYSTY STEEL 1/8 3277
2BSA-E | BUR: Asphalt | EXP POLYSTY STEEL 1/4 3277
2BSA-F | BUR: Asphalt | EXP POLYSTY STEEL 1/4 2308
2BSA-G | BUR: Asphalt | EXP POLYSTY STEEL 1/4 1792
2BSA-H | BUR: Asphalt | EXP POLYSTY STEEL 1/4 3128
2BSA-l | BUR: Asphalt | EXP POLYSTY STEEL 1/4 7728
2BSA-J | BUR: Asphalt | EXP POLYSTY STEEL 1/8 7452
2BSA-K | BUR: Asphalt | EXP POLYSTY STEEL 1/4 3128
2BSA-L | BUR: Asphalt | EXP POLYSTY 1/4 3128
2BSA-M | BUR: Asphalt | EXP POLYSTY STEEL 1/4 7728
2BSA-N | BUR: Asphalt | EXP POLYSTY STEEL 1/4 7452
2BSA-O | BUR: Asphalt | EXP POLYSTY 1/4 3128
2BSA-P | BUR: Asphalt | EXP POLYSTY STEEL 1/4 3540
2BSA-Q | BUR: Asphalt | EXP POLYSTY STEEL 1/4 3540
2BSAT2 Unit Two 2BSATA | BUR: Asphalt | EXP POLYSTY STEEL 1/4 5400
Turbine
Utilities and Ground
Improvements
2BSATB | BUR: Asphalt | EXP POLYSTY 1/4 5400
2BSATC | BUR: Asphalt | EXP POLYSTY STEEL 1/4 5160
2BSATD | BUR: Asphalt | EXP POLYSTY STEEL 1/4 5400
2BSATE | BUR: Asphalt | EXP POLYSTY STEEL 1/4 5040

IP12_004065




Date: JUN/27/2001

Section Listing Report

Page 4

Installation: IPP - Intermountain Power Project

Building ID, Name, | . = { Membrane { .. - = ‘= lui
B g P 'Sec ID |, Me mb “ “Insulation Type | _De
2BSATF | BUR: Asphalt | EXP POLYSTY STEEL 1/4 5400
2BSATG | BUR: Asphalt | EXP POLYSTY STEEL 1/4 5040
2BSATH | BUR: Asphalt | EXP POLYSTY STEEL 1/4 5400
2BSB Unit Two Wet 2BSB-A | BUR: Asphalt | EXP POLYSTY STEEL 1/4 10545
Scrubber
Utilities and Grround
improvemenits
2BSB-B | BUR: Asphalt | EXP POLYSTY 1/4 10545
2BSB-C | BUR: Asphalt | EXP POLYSTY 1/4 16761
2BSB-D | BUR: Asphalt | EXP POLYSTY STEEL 1/4 16761
2BSB-E | BUR: Asphalt | EXP POLYSTY STEEL 1/4 3996
2BSB-F | BUR: Asphalt | EXP POLYSTY STEEL 1/4 3996
2BSB-G | BUR: Asphalt | EXP POLYSTY STEEL 1/4 168
2BSB2 Unit Two 2BSB1A | BUR: Asphalt | EXP POLYSTY STEEL 1/4 1200
Baghouse
Utilities and Ground
Improvements
9APK Emergency 9APK-A | BUR: Asphalt | EXP POLYSTY 1/4 7736
Generator
Utilities and Ground
Improvements
9ASA Boiler Sump 9ASA-A | BUR: Asphait | EXP POLYSTY 1/4 1147
Transfer
Utilities and Ground
Improvements
9ASF Sludge Transfer 9ASF-A | BUR: Asphait | EXP POLYSTY STEEL 1/4 1268
2
Utilities and Ground
Improvements
9ASF-B | BUR: Asphalt | EXP POLYSTY STEEL 1/4 660
9ASF1 Sludge Transfer | 9ASF1A | BUR: Asphalt | EXP POLYSTY STEEL 1/4 3432
1
Utilities and Ground
Improvements
9ASF3 Sludge Transfer | 9ASF3A | BUR: Asphalt | EXP POLYSTY STEEL 1/4 1268
3
Utilities and Ground
Improvements
9ASF3B | BUR: Asphalt | EXT POLYSTY STEEL 1/4 660

IP12_004066
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Date: JUN/27/2001 Section Listing Report Page 5
Installation: IPP - Intermountain Power Project
-Building ID, Name, | .. | Membrane | == o = | | Area
Bl N SeciD | . SR A | tion Type | ‘{Slope| .o .
.. Category Type |- gggi}at:pf ype |- RQ (SqFt).
9ASF4 Sludge Transfer | 9ASF4A | BUR: Asphalt | EXP POLYSTY STEEL 1/4 1450
4
Utilities and Ground
Improvements
9BDS Thaw Shed 9BDS-A | BUR: Asphalt | EXP POLYSTY STEEL 1/4 2400
Utilities and Ground
Improvements
9BDS-B | BUR: Asphalt | EXP POLYSTY STEEL 1/4 5000
9BDS-C | BUR: Asphalt | EXP POLYSTY STEEL 1/4 4825
9BJM Utility Services 9BJM-A | BUR: Asphalt | EXP POLYSTY STEEL 1/4 4671
Building
Maintenance and
Production Facilities
9BJM-B | BUR: Asphalt | EXP POLYSTY STEEL 1/4 4550
9BJM-C | BUR: Asphalt | EXP POLYSTY STEEL 1/8 6047
9BJM-D | BUR: Asphalt | EXP POLYSTY STEEL 1/4 8975
9BJM-E | BUR: Asphalt | EXP POLYSTY 1/4 4811
9BSB Onsite Reservoir | 9BSB-A | BUR: Asphalt | EXP POLYSTY STEEL 1/8 877
Pump
Utilities and Ground
Improvements
9BSB-B | LIQUID APP: | NONE CONCRETE LWT: | 1/4 3668
Acrylic Cast-In-Place
Elastomer
9BSBC Conveyor Drive | 9BSBCA | BUR: Asphalt | EXP POLYSTY STEEL 1/4 1500
Utilities and Ground
Improvements
9BSBO Pre-Treatment | 9BSBOA | BUR: Asphalt | EXT POLYSTY STEEL 1/4 216
Sludge Overflow
Utilities and Ground
Improvements
9BSBP Pre-Treatment 9BSBPA | BUR: Asphalt | EXP POLYSTY STEEL 1/4 371
Sludge Transfer
Utilities and Ground
Improvements
9BSD Limestone 9BSD-A | BUR: Asphalt | EXP POLYSTY STEEL 1/4 2608
Preperation
Maintenance and
Production Facilities
9BSD-B | BUR: Asphalt | EXP POLYSTY STEEL 1/4 2960
9BSD-C | BUR: Asphalt | EXP POLYSTY STEEL 1/4 1928
9BSD-D | BUR: Asphalt | EXP POLYSTY STEEL 1/4 1645
9BSD-E | BUR: Asphalt | EXP POLYSTY STEEL 1/4 4152

IP12_004067




Date: JUN/27/2001

Section Listing Report

Installation: IPP - Intermountain Power Project

~« Category - .

SqFt)

9BSE-A Administration
Building
Administrative Facilities

9BSE-G General
Services
Maintenance and
Production Facilities

9BSD-F

9BSD-G

9BSD-H

9BSEAA

9BSEAB

9BSEAC

9BSEAD

9BSEAE

9BSEAF

9BSEAG

9BSEAH

9BSEAI
9BSEGA

9BSEGB

9BSEGC

9BSEGD

9BSEGE

9BSEGF

9BSEGG

9BSEGH

9BSEGI
9BSEGJ

BUR: Asphalt | EXP POLYSTY
BUR: Asphalt | EXP POLYSTY
BUR: Asphalt | EXP POLYSTY
BUR: Asphalt | EXP POLYSTY
BUR: Asphalt | EXP POLYSTY
BUR: Asphalt | EXP POLYSTY
BUR: Asphalt | EXP POLYSTY
NONE

BUR: Asphalt | EXP POLYSTY
BUR: Asphalt | EXP POLYSTY

BUR: Asphalt | EXP POLYSTY

BUR: Asphalt | EXP POLYSTY
BUR: Asphalt | EXP POLYSTY

BUR: Asphalt | EXP POLYSTY
BUR: Asphalt | EXP POLYSTY
BUR: Asphalt | EXP POLYSTY
BUR: Asphalt | EXP POLYSTY
BUR: Asphalt | EXP POLYSTY
BUR: Asphalt | EXP POLYSTY
BUR: Asphalt | EXP POLYSTY

BUR: Asphalt | EXP POLYSTY
BUR: Asphalt | EXP POLYSTY

STEEL

STEEL

STEEL

STEEL

STEEL

STEEL

STEEL

STEEL
STEEL

STEEL

STEEL

STEEL

STEEL

STEEL

STEEL

STEEL

STEEL

1/4

1/4

1/4

1/4

1/4

1/4

1/4

1/4

1/4

1/4

1/4

1/4
1/4

1/4

1/4

1/4

1/4

1/4

1/4

1/4

1/4
1/4

784

2736

728

5929

8235

1270

1476

3888

1220

429

5929

8547
5540

8160

288

1800

5540

3740

4920

4920

5400
1870

IP12_004068



Date: JUN/27/2001 Section Listing Report Page 7
Installation: IPP - Intermountain Power Project
: | §» S 3 A \:3‘\533\\{'\ R St “,:: N
‘Building ID, Name, | . . .| :Membrane o e e e e Aredr
o SecID|. " . " | Insulation Type | <Deck Type ...|Slope| . =
+ - Category ST Type | TMWETONTYRE | RECCTYRE TP (saFy
9BSEGK | BUR: Asphalt | EXP POLYSTY STEEL 1/4 3158
9BSEGL | BUR: Asphalt | EXP POLYSTY STEEL 1/4 8100
9BSEGM| BUR: Asphalt | EXP POLYSTY STEEL 1/4 8100
9BSEGN| BUR: Asphalt | EXP POLYSTY STEEL 1/4 8100
9BSEGO| BUR: Asphalt | EXP POLYSTY STEEL 1/4 8156
9BSEGP | BUR: Asphalt | EXP POLYSTY 1/4 7950
9BSEGQ| BUR: Asphalt | EXP POLYSTY STEEL 1/4 7950
9BSEGR| BUR: Asphalt | EXP POLYSTY STEEL 1/4 2650
9BSK Water Treatment | 9BSK-A | BUR: Asphalt | EXP POLYSTY STEEL 1/4 8360
Utilities and Ground
Improvements
9BSK-B | BUR: Asphalt | EXP POLYSTY STEEL 1/4 812
9BSK-C | BUR: Asphalt | EXP POLYSTY STEEL 1/4 13176
9BSP Sludge 9BSP-A | BUR: Asphalt | EXP POLYSTY STEEL 1/4 6109
Conditioning
Utilities and Ground
Improvements
9BSP-B | BUR: Asphalt | EXP POLYSTY STEEL 1/4 6439
9BSP-C | BUR: Asphalt | EXP POLYSTY STEEL 1/4 6439
9BSPO Siduge Transfer | 9BSPOA | BUR: Asphalt | EXP POLYSTY 1/4 7760
Utilities and Ground
Improvements
9BSPT Thickener 9BSPTA | LIQUID APP: | NONE CONCRETE STD: | LEVEL 448
Overflow Pump Building Acrylic Precast
Utilities and Ground Elastomer
Improvements
9BSU Ash Water 9BSU-A | BUR: Asphalt | EXP POLYSTY STEEL 1/4 4032
Recycle Pump
Utilities and Ground
Improvements
9BSUC Coal Sampling | 9BSUCA | BUR: Asphalt | EXP POLYSTY STEEL 1/8 1045
Prep
Utilities and Ground
Improvements

IP12_004069




Date: JUN/27/2001

Section Listing Report

Page 8

Installation: IPP - Intermountain Power Project

BuildingID,Name, | .| Membrané | = = . “b atemal
BUICINg T, Name, | Sec ip Me YOTANE. Insulation Type | Slope| o
Gategory o :\\;‘& ' Typg * SR ' e o N A B
9BSUS Setting Basin 9BSUSA | BUR: Asphalt | EXP POLYSTY STEEL 1/4 1200
Pump Building
Utilities and Ground
Improvements
9BSUT Tank Yard 9BSUTA | BUR: Asphalt | EXP POLYSTY STEEL 1/4 2240
Pump
Utilities and Ground
Improvements
9BSUW Waste Water 9BSUWA| BUR: Asphalt | EXP POLYSTY STEEL 1/4 799
Holding Pump
Utilities and Ground
improvements
9BSUWB| LIQUID APP: 918
Acrylic
Elastomer
9CFC Paint & Solvent 9CFC-A GLASS FIBER STEEL 2 416
Storage
Maintenance and
Production Facilities
9CFCS Sewage 9CFCSA | BUR: Asphalt | EXP POLYSTY STEEL 1/4 160
Treatment
Utilities and Ground
Improvements
9CHA Coal Car 9CHA-A | BUR: Asphalt | EXP POLYSTY STEEL 1/4 6090
Unloading
Maintenance and
Production Facilities
9CHA-B | BUR: Asphalt | EXP POLYSTY 1/4 173
9CHA-C | BUR: Asphalt | EXP POLYSTY 1/4 5640
9CHA-D | BUR: Asphalt | EXP POLYSTY 1/4 1134
9CHB1 Coal Transfer 1 | 9CHB1A | BUR: Asphalt | EXP POLYSTY STEEL 1/4 6384
Utilities and Ground
Improvements
9CHB2 Coal Transfer 2 | 9CGB2A | SINGLE-PLY: | EXP POLYSTY STEEL 1/4 2635
Utilities and Ground EPDM
Improvements
9CHB2B { SINGLE-PLY: | EXP POLYSTY STEEL 1/4 2030
EPDM
9CHB2C | BUR: Asphalt | EXP POLYSTY STEEL 1/4 4200
9CHBS3 Coal Transfer 3 | 9CHB3A | BUR: Asphalt | EXP POLYSTY STEEL 1/4 2789
Utilities and Ground
improvements

IP12_004070
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Date: JUN/27/2001 Section Listing Report Page 9

Installation: IPP - Intermountain Power Project

el s
: 5

ilding ID, Name mbrane | oo o o
\Bm g™, | Sec ID: Me orane . Insulation Type...
- Category - Type RS
9CHB4 Coal Transfer 4 | 9CHB4A | SINGLE-PLY: | EXP POLYSTY STEEL 1/4 2160
Utilities and Ground EPDM
Improvements
9CHB4B | BUR: Asphalt | EXP POLYSTY STEEL 1/4 3684
9CHD Coal Crusher 9CHD-A | SINGLE-PLY: | EXP POLYSTY STEEL 1/4 640
Utilities and Ground EPDM
Improvements
9CHD-B | SINGLE-PLY: | EXP POLYSTY STEEL 1/4 1152
EPDM
9CHD-C | BUR: Asphalt | EXP POLYSTY STEEL 1/4 3080
9CMB Limestone 9CMB-A | BUR: Asphalt | EXP POLYSTY 1/4 1728
Crusher
Utilities and Ground
Improvements
9CMB-B | BUR: Asphalt | EXP POLYSTY STEEL 1/4 1344
9WSA DMAD Intake 9WSA-A | BUR: Asphalt | EXP POLYSTY 1/4 760
Structure
Utilities and Ground
Improvements
9WSA-B | BUR: Asphalt | EXP POLYSTY 1/4 3320

Totals: Buildings =50 Sections =173 Area = 775420

IP12_004071



Date: JUN/27/2001 Section Inventory Report Page 1
Installation: IPP - Intermountain Power Project
Building No.: 1BSA Section: 1BSA-A Area: 4140 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Boiler
Perimeter
Parapet: 151 Ft. Exp. Joint: 36 Ft Adj. Wall: 115 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description: BUR

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement:
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004072
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Installation: IPP - Intermountain Power Project
Building No.: 1BSA Section: 1BSA-B Area: 4140 Saq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Boiler
Perimeter
Parapet: 151 Ft. Exp. Joint: 36 Ft Adj. Wall: 115 Fi.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004073
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Installation: IPP - Intermountain Power Project

Building No.: 1BSA Section: 1BSA-C Area: 3277 Sq.Ft
Last Replacement: Original Construction: 1985
Occupancy: Boiler
Perimeter
Parapet: 143 Ft. Exp. Joint: 28 Ft. Adj. Wall: 115 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: LOOSE LAID
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004074
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Installation: IPP - Intermountain Power Project
Building No.: 1BSA Section: 1BSA-D Area: 3277 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Boiler
Perimeter
Parapet: 143 Ft Exp. Joint: 28 Ft. Adj. Wall: 115 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004075
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Installation: IPP - Intermountain Power Project
Building No.: 1BSA Section: 1BSA-E Area: 3277 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Boiler
Perimeter
Parapet: 143 Ft Exp. Joint: 28 Ft. Adj. Wall: 115 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004076
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Installation: IPP - Intermountain Power Project
Building No.: 1BSA Section: 1BSA-F Area: 2308 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Boiler
Perimeter
Parapet: 81 Ft. Exp. Joint: 28 Ft. Adj. Wall: 109 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 |In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004077
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Installation: IPP - Intermountain Power Project
Building No.: 1BSA Section: 1BSA-G Area: 1792 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Boiler
Perimeter
Parapet: 150 Ft. Exp. Joint: Ft. Adj. Wall: 38 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004078
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Installation: IPP - Intermountain Power Project
Building No.: 1BSA Section: 1BSA-H Area: 3128 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Boiler
Perimeter
Parapet: 126  Ft. Exp. Joint: 34 Ft. Adj. Wall: 92 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways:; ASPHALT PLANK

Base Flashing:

REINFORCED ASBESTOS

Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004079
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Installation: IPP - Intermountain Power Project
Building No.: 1BSA Section: 1BSA-| Area: 7728 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Boiler
Perimeter
Parapet: 176 Ft. Exp. Joint: 176 Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004080
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Installation: IPP - Intermountain Power Project
Building No.: 1BSA Section: 1BSA-J Area: 7452 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Boiler
Perimeter
Parapet; 173 Ft. Exp. Joint: 173 FL. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004081
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Installation: IPP - Intermountain Power Project
Building No.: 1BSA Section: 1BSA-K Area: 3128 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Boiler
Perimeter
Parapet: 126 Ft. Exp. Joint: 34 Ft Adj. Wall: 92 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004082
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Installation: IPP - Intermountain Power Project
Building No.: 1BSA Section: 1BSA-L Area: 3128 Sgq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Boiler
Perimeter
Parapet: 126 Ft. Exp. Joint: 34 Ft Adj. Wall: 92 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004083
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Installation: IPP - Intermountain Power Project
Building No.: 1BSA Section: 1BSA-M Area: 7728 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Boiler
Perimeter
Parapet: 176 Ft. Exp. Joint: 176  Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/8
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004084
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Installation: IPP - Intermountain Power Project
Building No.: 1BSA Section: 1BSA-N Area: 7452 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Boiler
Perimeter
Parapet: 173  Ft. Exp. Joint: 173  Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck:
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphait
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004085
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Installation: IPP - Intermountain Power Project
Building No.: 1BSA Section: 1BSA-O Area: 3128 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Boiler
Perimeter
Parapet: 126 Ft. Exp. Joint: 34 Ft Adj. Wall: 92 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004086
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Installation: IPP - Intermountain Power Project
Building No.: 1BSA Section: 1BSA-P Area: 3540 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Boiler
Perimeter
Parapet: 148 Ft. Exp. Joint; 30 Ft. Adj. Wall: 118 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mig: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004087
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Installation: IPP - Intermountain Power Project
Building No.: 1BSA Section: 1BSA-Q Area: 3540 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Boiler
Perimeter
Parapet: 148 Ft. Exp. Joint: 30 Ft Adj. Wall: 118 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004088
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Installation: IPP - Intermountain Power Project
Building No.: 1BSA1 Section: 1BSA1A Area: 5278 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Storage
Perimeter
Parapet: 209 Ft. Exp. Joint: Ft. Adj. Wall: 91 Ft
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXTRUDED POLYSTYRENE
Thickness: 3 In Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004089



Date: JUN/27/2001 Section Inventory Report Page 19
Installation: IPP - Intermountain Power Project
Building No.: 1BSA2 Section: 1BSA2A Area: 5278 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Storage
Perimeter
Parapet: 209 Ft. Exp. Joint: Ft. Adj. Wall: 91 F.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004090
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Installation: IPP - Intermountain Power Project
Building No.: 1BSAT1 Section: 1BSATI Area: 5400 Sgq.Ft
Last Replacement: Original Construction: 1985
Occupancy: Turbine
Perimeter
Parapet: 0 F. Exp. Joint: 210 Rt Adj. Wall: 90 Ft.
Roof Edge: Ft. Area Div.; Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mig: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004091



Date: JUN/27/2001 Section Inventory Report Page 21
l Installation: IPP - Intermountain Power Project
' Building No.: 1BSAT1 Section: 1BSATJ Area: 5400 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Turbine
' Perimeter
Parapet: 90 F. Exp. Joint: 210 Ft. Adj. Wall: Ft.
l Roof Edge: Ft. Area Div.: Ft. Other: Ft.
Access: PENTHOUSE Adj Roof Sec:
I Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
l Slope: 1/4
Drainage: INTERIOR DRAINS
l Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
l Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
I Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:
Description:
' Protected Mem:.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
' Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
l Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
' Types: WALL/PARAPET
l Remarks:

IP12_004092
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Installation: IPP - Intermountain Power Project
Building No.: 1BSAT1 Section: 1BSATK Area: 5400 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Turbine
Perimeter
Parapet: 30 Ft. Exp. Joint: 210 Ft. Adj. Wall: 60 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Siope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surtacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004093
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Installation: IPP - Intermountain Power Project
Building No.: 1BSAT1 Section: 1BSATL Area: 5400 Sq.Ft
Last Replacement: Original Construction: 1985
Occupancy: Turbine
Perimeter
Parapet: 90 Fu. Exp. Joint: 210 Fi. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004094
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Installation: IPP - Intermountain Power Project
Building No.: 1BSAT1 Section: 1BSATM Area: 5040 Saq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Turbine
Perimeter
Parapet: Ft. Exp. Joint: 202 Ft. Adj. Wall: 90 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck:
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: VINYL
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004095
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' Installation: IPP - Intermountain Power Project
I Building No.: 1BSAT1 Section: 1BSATN Area: 5400 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Turbine
l Perimeter
Parapet: 90 Ft. Exp. Joint: 210 Ft Adj. Wall: Ft.
' Roof Edge: Ft. Area Div.: Ft. Other: Ft.
Access: PENTHOUSE Adj Roof Sec:
' Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck:
l Slope: 1/4
Drainage: INTERIOR DRAINS
' Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
' Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
' Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:
Description:
. Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
' Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
' Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
l Types: WALL/PARAPET
. Remarks:

IP12_004096
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Installation: IPP - Intermountain Power Project
Building No.: 1BSAT1 Section: 1BSATO Area: 5160 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Turbine
Perimeter
Parapet: Ft. Exp. Joint: 202 Ft. Adj. Walk: 90 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004097
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Installation: IPP - Intermountain Power Project
Building No.: 1BSAT1 Section: 1BSATP Area: 5400 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Turbine
Perimeter
Parapet: 90 Ft. Exp. Joint: 210 Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame:;
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK

Base Flashing:

REINFORCED ASBESTOS

Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004098
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Installation: IPP - Intermountain Power Project
Building No.: 1BSAT1 Section: 1BSATQ Area: 2040 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Turbine
Perimeter
Parapet: 94 Ft. Exp. Joint: 94 Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck:
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mig: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004099
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Installation: IPP - Intermountain Power Project
Building No.: 1BSAT1 Section: 1BSATR Area: 2040 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Tubine
Perimeter
Parapet: 94 Ft. Exp. Joint: 94 Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mig: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive:
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004100
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Installation: IPP - Intermountain Power Project
Building No.: 1BSB Section: 1BSB-A Area: 10545 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 305 Ft. Exp. Joint: 305 Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Fi. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLDY: Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK

Base Flashing:
Flashing Adhesive:
Counterflashing:

REINFORCED ASBESTOS
HOT MOPPED
METAL

Types: WALL/PARAPET

Remarks:

IP12_004101
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Installation: IPP - Intermountain Power Project
Building No.: 1BSB Section: 1BSB-B Area: 10545 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 306 Ft. Exp. Joint: 306 Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004102
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Installation: IPP - Intermountain Power Project
Building No.: 1BSB Section: 1BSB-C Area: 16761 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 151 Ft. Exp. Joint: 373 Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004103
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Installation: IPP - Intermountain Power Project
Building No.: 1BSB Section: 1BSB-D Area: 16761 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 151 F. Exp. Joint: 373 Fi. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Fi. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004104
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Installation: IPP - Intermountain Power Project
Building No.: 1BSB Section: 1BSB-E Area: 3996 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 283 Ft. Exp. Joint: Ft. Adj. Wall; 111 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: VINYL
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004105
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Installation: IPP - Intermountain Power Project
Building No.: 1BSB Section: 1BSB-F Area: 3996 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 183 Ft. Exp. Joint; Ft. Adj. Wall: 111 F.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4 .
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 4 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004106
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Installation: IPP - Intermountain Power Project
Building No.: 1BSB Section: 1BSB-G Area: 168 Saq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 68 Ft. Exp. Joint: Ft. Adj. Walt: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: EXTERNAL LADDER: Temporary Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: SCUPPERS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004107
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Installation: IPP - Intermountain Power Project
Building No.: 1BSB1 Section: 1BSB1A Area: 1200 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 75 Ft. Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: 107 Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004108
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Installation: IPP - Intermountain Power Project
Building No.: 1BSC Section: 1BSC-A Area: 11394 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Controls
Perimeter
Parapet: 98 Ft. Exp. Joint: Ft. Adj. Wall: 330 Ft
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004109
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Installation: IPP - Intermountain Power Project
Building No.: 1BSC Section: 1BSC-B Area: 1601 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Controls
Perimeter
Parapet: 160 Ft. Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: EXTERNAL LADDER: Temporary Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004110
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Installation: IPP - Intermountain Power Project
Building No.: 1BSC Section: 1BSC-C Area: 5833 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Controls
Perimeter
Parapet: Ft. Exp. Joint: Ft. Adj. Wall: 216 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004111
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Installation: IPP - Intermountain Power Project
Building No.: 1BSH Section: 1BSH-A Area: 4959 Sq.Ft
Last Replacement: Original Construction: 1985
Occupancy: Pumps
Perimeter
Parapet: 123 Ft. Exp. Joint: Ft. Adj. Wali: 87 Ft
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: INTERNAL LADDER: Permanent Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/8
Drainage: INTERIOR DRAINS
Vapor Retarder: VINYL
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment:
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004112
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Installation: IPP - Intermountain Power Project
Building No.: 1BSH Section: 1BSH-B Area: 8680 Sq.Ft
Last Replacement: Original Construction: 1985
Occupancy: Pumps
Perimeter
Parapet: 404 Ft. Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: EXTERNAL LADDER: Permanent Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck:
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: VINYL
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004113
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Installation: IPP - Intermountain Power Project
Building No.: 1GRD Section: 1GRD-A Area: 235 Sq.Ft
Last Replacement: Original Construction: 1985
Occupancy: Guards
Perimeter
Parapet: 80 Ft. Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: EXTERNAL LADDER: Temporary Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways; ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004114
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Installation: IPP - Intermountain Power Project
Building No.: 1HRC-1 Section: 1HRC-A Area: 1040 Sq.Ft
Last Replacement: Original Construction: 1985
Occupancy: Pumps
Perimeter
Parapet: 131 Ft. Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: EXTERNAL LADDER: Temporary Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: SCUPPERS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mig: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Giass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004115
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Installation: IPP - Intermountain Power Project
Building No.: 1HRC-2 Section: 1HRC2A Area: 1064 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Pumps
Perimeter
Parapet: 131 Ft. Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: EXTERNAL LADDER: Temporary Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: SCUPPERS W/LEADERS & DOWNSPOUT
Vapor Retarder: UNKNOWN
Insulation; EXPANDED POLYSTYRENE
Thickness: 3 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004116
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Installation: IPP - Intermountain Power Project
Building No.: 1RCS Section: 1RCS-A Area: 10764 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Maintenance
Perimeter
Parapet: 224 F. Exp. Joint: 200 Ft Adj. Wali: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
insulation: EXPANDED POLYSTYRENE
Thickness: 3 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004117
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Installation: IPP - Intermountain Power Project
Building No.: 1RCS Section: 1RCS-B Area: 9450 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Maintenance
Perimeter
Parapet: 195 Ft. Exp. Joint: 195 Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004118
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Installation: IPP - Intermountain Power Project
Building No.: 1RCS Section: 1RCS-C Area: 12180 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Maintenance
Perimeter
Parapet: 221 Ft. Exp. Joint: 221 Ft Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surtacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK

Base Flashing:
Flashing Adhesive:
Counterflashing:

REINFORCED ASBESTOS
HOT MOPPED
METAL

Types: WALL/PARAPET

Remarks:

IP12_004119
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Installation: IPP - Intermountain Power Project
Building No.: 1RCS Section: 1RCS-D Area: 10440 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Maintenance
Perimeter
Parapet: 316 Ft. Exp. Joint: 220 Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004120
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Installation: IPP - Intermountain Power Project
Building No.: 1RCS Section: 1RCS-E Area: 400 Sq.Ft
Last Replacement: Original Construction: 1985
Occupancy: Office
Perimeter
Parapet: 75 Ft Exp. Joint; Ft. Adj. Wall: 5 F.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.
Access: EXTERNAL LADDER: Temporary Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:
Description:
Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways:
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004121
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Installation: IPP - Intermountain Power Project
Building No.: 2BSA Section: 2BSA-A Area: 4140 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Boiler
Perimeter
Parapet: 151  Ft. Exp. Joint: 36 Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: 115 Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004122
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Installation: IPP - Intermountain Power Project
Building No.: 2BSA Section: 2BSA-B Area: 4140 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Boiler
Perimeter
Parapet: 151 FL. Exp. Joint: 36 Ft Adj. Wall: 115 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment; ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK

Base Flashing:

REINFORCED ASBESTOS

Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004123
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Installation: IPP - Intermountain Power Project
Building No.: 2BSA Section: 2BSA-C Area: 3277 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Boilelr
Perimeter
Parapet: 143 Ft. Exp. Joint: 28 Ft. Adj. Wall: 115 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLDY): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004124
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Installation: IPP - Intermountain Power Project
Building No.: 2BSA Section: 2BSA-D Area: 3277 Sq.Ft
Last Replacement: Original Construction: 1985
Occupancy: Boiler
Perimeter
Parapet: 143 Ft. Exp. Joint: 28 Ft. Adj. Wall: 115 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/8
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK

Base Fiashing:

REINFORCED ASBESTOS

Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004125
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Installation: IPP - Intermountain Power Project
Building No.: 2BSA Section: 2BSA-E Area: 3277 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Boiler
Perimeter
Parapet: 143 Ft. Exp. Joint: 28 Ft. Adj. Wall: 115 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004126
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Installation: IPP - Intermountain Power Project
Building No.: 2BSA Section: 2BSA-F Area: 2308 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Boiler
Perimeter
Parapet: 81 Ft. Exp. Joint: 28 Ft. Adj. Wall: 109 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mig; Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Giass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004127
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Installation: IPP - Intermountain Power Project
Building No.: 2BSA Section: 2BSA-G Area: 1792 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Boiler
Perimeter
Parapet: 148 Ft. Exp. Joint: 26 Ft. Adj. Wall: 38 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004128
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Installation: IPP - Intermountain Power Project
Building No.: 2BSA Section: 2BSA-H Area: 3128 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Boiler
Perimeter
Parapet: 126 Ft. Exp. Joint: 34 Ft. Adj. Walt: 92 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004129
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Installation: IPP - Intermountain Power Project
Building No.: 2BSA Section: 2BSA-| Area: 7728 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Boiier
Perimeter
Parapet: 176 Ft. Exp. Joint; 176 Ft Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004130




Date: JUN/27/2001 Section Inventory Report Page 60
Installation: IPP - Intermountain Power Project
Building No.: 2BSA Section: 2BSA-J Area: 7452 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Boiler
Perimeter
Parapet: 173 Ft. Exp. Joint: 173  Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/8
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004131
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Installation: IPP - Intermountain Power Project
Building No.: 2BSA Section: 2BSA-K Area: 3128 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Boiler
Perimeter
Parapet: 126 Ft. Exp. Joint: 34 Ft Adj. Wall: 92 Ft
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004132
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Installation: IPP - Intermountain Power Project
Building No.: 2BSA Section: 2BSA-L Area: 3128 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Boiler
Perimeter
Parapet: 126 Ft. Exp. Joint: 34 Ft. Adj. Wall: 92 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck:
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Fiashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004133
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Installation: IPP - Intermountain Power Project
Building No.: 2BSA Section: 2BSA-M Area: 7728 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Boiler
Perimeter
Parapet: 176  Ft. Exp. Joint: 176 Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004134




Date: JUN/27/2001 Section Inventory Report Page 64
Installation: IPP - Intermountain Power Project
Building No.: 2BSA Section: 2BSA-N Area: 7452 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Boiler
Perimeter
Parapet: 173 Ft Exp. Joint: 173 Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.; Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004135
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Installation: IPP - Intermountain Power Project
Building No.: 2BSA Section: 2BSA-O Area: 3128 Saq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Boiler
Perimeter
Parapet; 126 Ft. Exp. Joint: 34 Ft Adj. Wall: 92 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck:
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004136
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Installation: IPP - Intermountain Power Project
Building No.: 2BSA Section: 2BSA-P Area: 3540 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Boiler
Perimeter
Parapet: 148 Ft. Exp. Joint: 30 Ft. Adj. Wall: 118 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004137
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Installation: IPP - Intermountain Power Project
Building No.: 2BSA Section: 2BSA-Q Area: 3540 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Boiler
Perimeter
Parapet: 148 Ft. Exp. Joint: 30 Ft. Adj. Wall: 118 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: VINYL
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment; FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004138
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Installation: IPP - Intermountain Power Project
Building No.: 2BSAT2 Section: 2BSATA Area: 5400 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Turbine
Perimeter
Parapet: 150 Ft. Exp. Joint: 150 Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN -
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004139
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Installation: IPP - Intermountain Power Project
Building No.: 2BSAT2 Section: 2BSATB Area: 5400 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Turbine
Perimeter
Parapet: 150 Ft. Exp. Joint: 150 Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck:
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004140
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Installation: IPP - Intermountain Power Project
Building No.: 2BSAT2 Section: 2BSATC Area: 5160 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Turbine
Perimeter
Parapet: 30 Ft. Exp. Joint: 60 Ft. Adj. Wall: 210 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004141
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Installation: IPP - Intermountain Power Project
Building No.: 2BSAT2 Section: 2BSATD Area: 5400 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Turbine
Perimeter
Parapet: 90 Ft. Exp. Joint: 210 Ft Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: VINYL
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD); Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004142
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Installation: IPP - Intermountain Power Project
Building No.: 2BSAT2 Section: 2BSATE Area: 5040 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Turbine
Perimeter
Parapet: Ft. Exp. Joint: 202 Ft. Adj. Wall: 90 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: LOOSE/BALLASTED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004143
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Installation: IPP - Intermountain Power Project
Building No.: 2BSAT2 Section: 2BSATF Area: 5400 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Turbine
Perimeter
Parapet: 90 Ft. Exp. Joint: 210 F. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mig: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004144




Date: JUN/27/2001 Section Inventory Report Page 74
Installation: IPP - Intermountain Power Project
Building No.: 2BSAT2 Section: 2BSATG Area: 5040 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Turbine
Perimeter
Parapet: 0 Ft Exp. Joint: 202 Ft. Adj. Wall: 90 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004145
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Installation: IPP - Intermountain Power Project
Building No.: 2BSAT2 Section: 2BSATH Area: 5400 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Turbine
Perimeter
Parapet: 90 Ft. Exp. Joint: 210 Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004146
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Installation: IPP - Intermountain Power Project
Building No.: 2BSB Section: 2BSB-A Area: 10545 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 306 Ft. Exp. Joint: 306 Fi. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: LOOSE LAID
Membrane: Mifg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK

Base Flashing:
Flashing Adhesive:
Counterflashing:

REINFORCED ASBESTOS
HOT MOPPED
METAL

Types:  WALL/PARAPET

Remarks:

IP12_004147
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Installation: IPP - Intermountain Power Project
Building No.: 2BSB Section: 2BSB-B Area: 10545 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 306 Ft. Exp. Joint: 306 Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck:
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004148
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Installation: IPP - Intermountain Power Project
Building No.: 2BSB Section: 2BSB-C Area: 16761 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 151 Ft. Exp. Joint: 373 FL. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck:
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004149
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Installation: IPP - Intermountain Power Project
Building No.: 2BSB Section: 2BSB-D Area: 16761 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 151 Ft Exp. Joint: 273 Ft Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: VINYL
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004150
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Installation: IPP - Intermountain Power Project
Building No.: 2BSB Section: 2BSB-E Area: 3996 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 273 Ft. Exp. Joint: Ft. Adj. Wall: 111 Ft
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 |n. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004151
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Installation: IPP - Intermountain Power Project
Building No.: 2BSB Section: 2BSB-F Area: 3996 Saq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 273 Fi Exp. Joint: Ft. Adj. Wall: 111 Ft
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004152
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Installation: IPP - Intermountain Power Project
Building No.: 2BSB Section: 2BSB-G Area: 168 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 68 Ft. Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.; Ft. Other: Ft.

Access: EXTERNAL LADDER: Temporary Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surtacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004153
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Installation: IPP - Intermountain Power Project
Building No.: 2BSB2 Section: 2BSB1A Area: 1200 Saq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 75 Ft Exp. Joint: Ft. Adj. Wall: 107 Ft
Roof Edge: Ft. Area Div.: Ft. Other: Ft.
Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mig: Spec. No.:
Description:
Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways:
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004154




Date: JUN/27/2001 Section Inventory Report Page 84
Installation: IPP - Intermountain Power Project
Building No.: 9APK Section: 9APK-A Area: 7736 Sq.Ft
Last Replacement: Original Construction: 1985
Occupancy: Generators
Perimeter
Parapet: 368 Ft. Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck:
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004155
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Installation: IPP - Intermountain Power Project
Building No.: 9ASA Section: 9ASA-A Area: 1147 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 136 Ft. Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Fi. Area Div.: Ft. Other: Ft.

Access: EXTERNAL LADDER: Temporary Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck:
Slope: 1/4
Drainage: SCUPPERS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004156
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Installation: IPP - Intermountain Power Project
Building No.: 9ASF Section: 9ASF-A Area: 1268 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 134 Ft. Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: EXTERNAL LADDER: Permanent Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: SCUPPERS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004157
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Installation: IPP - Intermountain Power Project
Building No.: 9ASF Section: 9ASF-B Area: 660 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 74 Ft. Exp. Joint: Ft. Adj. Wall: 30 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.
Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: SCUPPERS W/LEADERS & DOWNSPOUT
Vapor Retarder:
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:
Description:
Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways:
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004158
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Installation: IPP - Intermountain Power Project
Building No.: 9ASF1 Section: 9ASF1A Area: 3432 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 244 Ft Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mig: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004159
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Installation: IPP - Intermountain Power Project
Building No.: 9ASF3 Section: 9ASF3A Area: 1268 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 92 Ft. Exp. Joint: Ft. Adj. Wall: 32 Ft
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: EXTERNAL LADDER: Permanent Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: SCUPPERS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004160
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Installation: IPP - Intermountain Power Project
Building No.: 9ASF3 Section: 9ASF3B Area: 660 Sq.Ft.
Last Replacement: Originatl Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 74 Ft Exp. Joint: Ft. Adj. Wall: 30 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: EXTERNAL LADDER: Permanent Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: SCUPPERS W/LEADERS & DOWNSPOUT
Vapor Retarder: UNKNOWN
Insulation: EXTRUDED POLYSTYRENE
Thickness: 3 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004161



Date: JUN/27/2001 Section Inventory Report Page 91
Installation: IPP - Intermountain Power Project
Building No.: 9ASF4 Section: 9ASF4A Area: 1450 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 176 Ft. Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: INTERNAL LADDER: Permanent Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: SCUPPERS W/LEADERS & DOWNSPOUT
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK

Base Flashing:
Flashing Adhesive:
Counterflashing:

REINFORCED ASBESTOS
HOT MOPPED
METAL

Types: WALL/PARAPET

Remarks:

IP12_004162
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Installation: IPP - Intermountain Power Project
Building No.: 9BDS Section: 9BDS-A Area: 2400 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Coal cars
Perimeter
Parapet: 148 Ft. Exp. Joint: 100 Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: EXTERNAL LADDER: Temporary Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR; Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004163
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Installation: IPP - Intermountain Power Project
Building No.: 9BDS Section: 9BDS-B Area: 5000 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Coal cars
Perimeter
Parapet: 325 Ft. Exp. Joint: 100 Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.
Access: EXTERNAL LADDER: Temporary Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT

Membrane: Mfg:

Type:
Attachment:
Reinforcement:
Surfacing:
Walkways:

Spec. No.:
Description:
Protected Mem.: N
BUR: Asphalt
FULLY ADHERED

B.U.(HOT/COLD): Glass Felt
AGG: Pea Gravel
ASPHALT PLANK

Base Flashing:

Flashing Adhesive:

Counterflashing:
Types:

Remarks:

IP12_004164
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Installation: IPP - Intermountain Power Project
Building No.: 9BDS Section: 9BDS-C Area: 4825 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Coal cars
Perimeter
Parapet: 411 Ft. Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: EXTERNAL LADDER: Temporary Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: LOOSE LAID
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004165
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Installation: IPP - Intermountain Power Project
Building No.: 9BJM Section: 9BJM-A Area: 4671 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Maintenance
Perimeter
Parapet: 215 Ft. Exp. Joint: 61 Ft Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Slag
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive:
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004166
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Installation: IPP - Intermountain Power Project
Building No.: 9BJM Section: 9BJM-B Area: 4550 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Maintenance
Perimeter
Parapet: 150 Ft. Exp. Joint: 122 Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mig: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Fiashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004167
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Installation: IPP - Intermountain Power Project
Building No.: 9BJM Section: 9BJM-C Area: 6047 Sq.Ft
Last Replacement: Original Construction: 1985
Occupancy: Maintenance
Perimeter
Parapet: 100 Ft. Exp. Joint: 122 Ft. Adj. Wall: 100 Ft
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/8
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004168
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Installation: IPP - Intermountain Power Project
Building No.: 9BJM Section: 9BJM-D Area: 8975 Saq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Maintenance
Perimeter
Parapet: 396 Ft. Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD}): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004169




Date: JUN/27/2001 Section Inventory Report Page 99
Installation: IPP - Intermountain Power Project
Building No.: 9BJM Section: 9BJM-E Area: 4811 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Maintenance
Perimeter
Parapet: 201  Ft Exp. Joint: 58 Ft. Adj. Wall: 78 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck:
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mig: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004170
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Installation: IPP - intermountain Power Project
Building No.: 9BSB Section: 9BSB-A Area: 877 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Pumps
Perimeter
Parapet: 132 Ft. Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: EXTERNAL LADDER: Temporary Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/8
Drainage: SCUPPERS
Vapor Retarder: VINYL
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004171
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Installation: IPP - Intermountain Power Project

Building No.: 9BSB
Last Replacement:
Occupancy: Pumps

Section: 9BSB-B Area:
Original Construction:

3668 Sgq.Ft.
1985

Perimeter
Parapet: 0 Ft
Roof Edge: 203 Ft.
Access: PENTHOUSE

Exp. Joint: Ft. Adj. Wall:
Area Div.: Ft. Other:
Adj Roof Sec:

47 Ft.
Ft.

Structural Frame: CONCRETE: Flat Slab

Roof Deck: CONCRETE LWT: Cast-In-Place
Slope: 1/4
Drainage: ROOF EDGE

Vapor Retarder: UNKNOWN

Insulation: NONE

Thickness: In. Layers:
R-Value:

Attachment:

Tapered:

Membrane: Mfg:
Description:
Protected Mem.: N
Type: LIQUID APP: Acrylic Elastomer
Attachment:
Reinforcement:
Surfacing:
Walkways:

Spec. No.:

Base Flashing: UNKNOWN
Flashing Adhesive:
Counterflashing:

Types:

Remarks:

IP12_004172
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Installation: IPP - Intermountain Power Project
Building No.: 9BSBC Section: 9BSBCA Area: 1500 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 160 Ft. Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: EXTERNAL LADDER: Permanent Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004173
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Installation: IPP - Intermountain Power Project
Building No.: 9BSBO Section: 9BSBOA  Area: 216  Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Pumps
Perimeter
Parapet: 59 Ft. Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: EXTERNAL LADDER: Temporary Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: SCUPPERS W/LEADERS & DOWNSPOUT
Vapor Retarder: UNKNOWN
Insulation: EXTRUDED POLYSTYRENE
Thickness: 3 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004174
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Installation: IPP - Intermountain Power Project
Building No.: 9BSBP Section: 9BSBPA Area: 371 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 78 Ft. Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: EXTERNAL LADDER: Temporary Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: SCUPPERS W/LEADERS & DOWNSPOUT
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004175
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Installation: IPP - Intermountain Power Project
Building No.: 9BSD Section: 9BSD-A Area: 2608 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 106 Ft. Exp. Joint: Ft. Adj. Wall: 130 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004176
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Installation: IPP - Intermountain Power Project
Building No.: 9BSD Section: 9BSD-B Area: 2960 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 152 Ft. Exp. Joint: 38 Ft. Adj. Wall: 44 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004177
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Installation: IPP - Intermountain Power Project
Building No.: 9BSD Section: 9BSD-C Area: 1928 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 80 Ft. Exp. Joint: 14 Ft. Adj. Wall: 94 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004178
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Installation: IPP - Intermountain Power Project
Building No.: 9BSD Section: 9BSD-D Area: 1645 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 157 Ft. Exp. Joint: 23 Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: INTERNAL LADDER: Permanent Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004179
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Installation: IPP - Intermountain Power Project
Building No.: 9BSD Section: 9BSD-E Area: 4152 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 250 Ft. Exp. Joint: 24 Ft Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: INTERNAL LLADDER: Permanent Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem:.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004180
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Installation: IPP - Intermountain Power Project
Building No.: 9BSD Section: 9BSD-F Area: 784 Sq.Ft.
Last Replacement; Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 56 Ft. Exp. Joint: 28 Ft. Adj. Wall: 56 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004181
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Installation: IPP - Intermountain Power Project
Building No.: 9BSD Section: 9BSD-G Area: 2736 Saq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 110 Ft. Exp. Joint: 38 Ft. Adj. Wall: 72 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004182
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Installation: IPP - Intermountain Power Project
Building No.: 9BSD Section: 9BSD-H Area: 728 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 66 Ft. Exp. Joint: 15 Ft. Adj. Wall: 41 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK

Base Flashing:

REINFORCED ASBESTOS

Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004183
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Installation: IPP - Intermountain Power Project
Building No.: 9BSE-A Section: 9BSEAA Area: 5929 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Office
Perimeter
Parapet: 154 Ft. Exp. Joint: 154 Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004184
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Installation: IPP - Intermountain Power Project
Building No.: 9BSE-A Section: 9BSEAB Area: 8235 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Office
Perimeter
Parapet: 218 Ft. Exp. Joint: 95 Ft. Adj. Wall: 90 Ft
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD}): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004185




Date: JUN/27/2001 Section Inventory Report Page 115
Installation: IPP - Intermountain Power Project
Building No.: 9BSE-A Section: 9BSEAC Area: 1270 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Offices
Perimeter
Parapet: 150 Ft. Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: EXTERNAL LADDER: Temporary Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive; HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004186
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Installation: IPP - Intermountain Power Project
Building No.: 9BSE-A Section: 9BSEAD Area: 1476 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Office
Perimeter
Parapet: 36 Ft. Exp. Joint: 82 Ft. Adj. Wall: 36 Ft
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: VINYL
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004187
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Installation: IPP - Intermountain Power Project

Building No.: 9BSE-A
Last Replacement:

Occupancy: Office

Section: 9BSEAE
Original Construction:

Area:

3888 Sq.Ft.
1985

Perimeter
Parapet: Ft.
Roof Edge: 288 Ft.
Access: PENTHOUSE

Exp. Joint: Ft.
Area Div.: Ft.
Adj Roof Sec:

Adj. Wall:
Other:

Ft.
Ft.

Structural Frame: STEEL: Bar Joists/Beams & Columns

Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS

Vapor Retarder: NONE

Insulation: NONE
Thickness: In.
R-Value:

Attachment:

Layers:

Tapered:

Membrane: Mfg:
Description:
Protected Mem.: N

Spec. No.:

Type:
Attachment:
Reinforcement:
Surfacing:
Walkways:

Base Flashing:
Flashing Adhesive:
Counterflashing:
Types:

Remarks: Skylight

IP12_004188
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Installation: IPP - Intermountain Power Project
Building No.: 9BSE-A Section: 9BSEAF Area: 1220 Saq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Office
Perimeter
Parapet: 54 Ft. Exp. Joint: 61 Ft. Adj. Wall: 20 Ft.
Roof Edge: Ft. Area Div. Fi. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK

Base Flashing:

REINFORCED ASBESTOS

Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004189
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Installation: IPP - Intermountain Power Project
Building No.: 9BSE-A Section: 9BSEAG Area: 429 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Office
Perimeter
Parapet: 75 Ft Exp. Joint: 32 Ft Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mig: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004190
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Installation: IPP - Intermountain Power Project
Building No.: 9BSE-A Section: 9BSEAH Area: 5929 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Office
Perimeter
Parapet: 115 Ft Exp. Joint: 72 Ft Adj. Wall: 36 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment:
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004191
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Installation: IPP - Intermountain Power Project
Building No.: 9BSE-A Section: 9BSEAI Area: 8547 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Office
Perimeter
Parapet: 188 Ft. Exp. Joint: 77 F. Adj. Wall: 72 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Siope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mifg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004192




Date: JUN/27/2001 Section Inventory Report Page 122
Installation: IPP - Intermountain Power Project
Building No.: 9BSE-G Section: 9BSEGA Area: 5540 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Maintenance
Perimeter
Parapet: 153 Ft. Exp. Joint: 133  Ft. Adj. Wall: 20 Fu.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: LOOSE LAID
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004193
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Installation: IPP - Intermountain Power Project
Building No.: 9BSE-G Section: 9BSEGB Area: 8160 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Maintenance
Perimeter
Parapet: 100 Ft Exp. Joint: 168 Ft. Adj. Wall: 120 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: EXTERNAL LADDER: Temporary Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 in. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004194
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Installation: IPP - Intermountain Power Project
Building No.: 9BSE-G Section: 9BSEGC Area: 288 Sag.Ft
Last Replacement: Original Construction: 1985
Occupancy: Maintenance
Perimeter
Parapet: 72 Ft. Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: EXTERNAL LADDER: Temporary Adj Roof Sec:
Structural Frame; STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mifg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004195
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Installation: IPP - Intermountain Power Project
Building No.: 9BSE-G Section: 9BSEGD Area: 1800 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Maintenance
Perimeter
Parapet: 30 Ft Exp. Joint: 120 Ft. Adj. Wall: 30 Fi.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004196
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Installation: IPP - Intermountain Power Project
Building No.: 9BSE-G Section: 9BSEGE Area: 5540 Sgq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Maintenance
Perimeter
Parapet: 152 Ft Exp. Joint: 90 Ft. Adj. Wall: 30 Ft
Roof Edge: Ft. Area Div.: 20 Ft Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004197
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Installation: IPP - Intermountain Power Project
Building No.: 9BSE-G Section: 9BSEGF Area: 3740 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Maintenance
Perimeter
Parapet: 60 Ft. Exp. Joint: 150 Ft. Adj. Wall: 90 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004198
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Installation: IPP - Intermountain Power Project
Building No.: 9BSE-G Section: 9BSEGG Area: 4920 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Maintenance
Perimeter
Parapet: Ft. Exp. Joint: 300 Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET

Remarks:

IP12_004199
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Installation: IPP - Intermountain Power Project
Building No.: 9BSE-G Section: 9BSEGH Area: 4920 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Maintenance
Perimeter
Parapet: Ft. Exp. Joint: 260 Ft. Adj. Wall: 80 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL.: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 2 Tapered: N
R-Value: 19
Attachment:
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004200
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Installation: IPP - Intermountain Power Project
Building No.: 9BSE-G Section: 9BSEGI Area: 5400 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Maintenance
Perimeter
Parapet: 60 Ft. Exp. Joint: 210 Ft. Adj. Wall: 90 Ft.
Roof Edge: Ft. Area Div. Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck:
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004201
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Installation: IPP - Intermountain Power Project
Building No.: 9BSE-G Section: 9BSEGJ Area: 1870 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Maintenance
Perimeter
Parapet: 30 Ft Exp. Joint: 120 Ft. Adj. Wall: 30 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive; HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004202
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Installation: IPP - Intermountain Power Project
Building No.: 9BSE-G Section: 9BSEGK Area: 3158 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Maintenance
Perimeter
Parapet: Ft. Exp. Joint: 150 Ft Adj. Walk: 180 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 n. Layers: 1 Tapered: N
R-Value: 19
Attachment: LOOSE LAID
Membrane: Mig: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004203
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Installation: IPP - Intermountain Power Project
Building No.: 9BSE-G Section: 9BSEGL Area: 8100 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Maintenance
Perimeter
Parapet: Ft. Exp. Joint: 360 Ft Adj. Wall: 120 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg; Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004204
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Installation: IPP - Intermountain Power Project
Building No.: 9BSE-G Section: 9BSEGM  Area: 8100 Sgq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Maintenance
Perimeter
Parapet: Ft. Exp. Joint: 360 Ft. Adj. Wall: 120 Ft
Roof Edge: Ft. Area Div.. Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation; EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004205
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Installation: IPP - Intermountain Power Project
Building No.: 9BSE-G Section: 9BSEGN Area: 8100 Sg.Ft
Last Replacement: Original Construction: 1985
Occupancy: Maintenance
Perimeter
Parapet: 90 Ft Exp. Joint: 270 Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004206
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Installation: IPP - Intermountain Power Project
Building No.: 9BSE-G Section: 9BSEGO  Area: 8156 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Maintenance
Perimeter
Parapet: 180 Ft. Exp. Joint: 180 Ft. Adj. Wall: 120 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck; STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive:
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004207
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Installation: IPP - Intermountain Power Project
Building No.: 9BSE-G Section: 9BSEGP Area: 7950 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Maintenance
Perimeter
Parapet: 90 Ft. Exp. Joint: 270 Ft. Adj. Walil: 120 Ft.
Roof Edge: Ft. Area Div. Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck:
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation; EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004208
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Installation: IPP - Intermountain Power Project
Building No.: 9BSE-G Section: 9BSEGQ Area: 7950 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Maintenance
Perimeter
Parapet: 90 Ft. Exp. Joint: 270 Ft. Adj. Wall: 120 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL.: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Slag
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004209
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Installation: IPP - Intermountain Power Project
Building No.: 9BSE-G Section: 9BSEGR Area: 2650 Sgq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Maintenance
Perimeter
Parapet: 30 Ft Exp. Joint: 118 Ft. Adj. Wall: 88 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: LOOSE LAID
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004210
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Installation: IPP - Intermountain Power Project
Building No.: 9BSK Section: 9BSK-A Area: 8360 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 278 Ft. Exp. Joint: 88 Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004211
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Installation: IPP - Intermountain Power Project
Building No.: 9BSK Section: 9BSK-B Area: 812 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 118 Ft. Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: EXTERNAL LADDER: Temporary Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mig: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004212
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Installation: IPP - Intermountain Power Project
Building No.: 9BSK Section: 9BSK-C Area: 13176 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 352 Ft. Exp. Joint: 88 Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK

Base Flashing:
Flashing Adhesive:
Counterflashing:

REINFORCED ASBESTOS
HOT MOPPED
METAL

Types: WALL/PARAPET

Remarks:

IP12_004213
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Installation: IPP - Intermountain Power Project
Building No.: 9BSP Section: 9BSP-A Area: 6109 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 184 Ft. Exp. Joint: Ft. Adj. Wall: 103 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement; B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004214
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Installation: IPP - Intermountain Power Project
Building No.: 9BSP Section: 9BSP-B Area: 6439 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 231 Ft Exp. Joint: Ft. Adj. wall: 123 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mig: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Feit
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK

Base Flashing:

REINFORCED ASBESTOS

Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004215
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Installation: IPP - Intermountain Power Project
Building No.: 9BSP Section: 9BSP-C Area: 6439 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 177 Ft. Exp. Joint: Ft. Adj. Wall: 177 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004216
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Installation: IPP - Intermountain Power Project
Building No.: 9BSPO Section: 9BSPOA Area: 7760 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 354 Ft. Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck:
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surtacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004217
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Installation: IPP - Intermountain Power Project

Building No.: 9BSPT Section: 9BSPTA Area:
Last Replacement: Original Construction:
Occupancy: Pump

448 Sq.Ft.
1985

Perimeter
Parapet: Ft. Exp. Joint: Ft. Adj. Wall:
Roof Edge: 90 Ft Area Div.: Ft. Other:
Access: EXTERNAL LADDER: Temporary Adj Roof Sec:

Ft.
Ft.

Structural Frame: CONCRETE: Flat Slab

Roof Deck: CONCRETE STD: Precast
Slope: LEVEL
Drainage: ROOF EDGE

Vapor Retarder:

Insulation: NONE

Thickness: In. Layers: Tapered:
R-Value:

Attachment:

Membrane: Mfg: Spec. No.:
Description:
Protected Mem.: N

Type: LIQUID APP: Acrylic Elastomer

Attachment: FULLY ADHERED

Reinforcement:

Surfacing:

Walkways:

Base Flashing:
Flashing Adhesive:
Counterflashing:
Types:

Remarks:

IP12_004218
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Installation: IPP - Intermountain Power Project
Building No.: 9BSU Section: 9BSU-A Area: 4032 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Pump
Perimeter
Parapet: 258 Ft. Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: EXTERNAL LADDER: Temporary Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: SCUPPERS
Vapor Retarder:
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004219
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Installation: IPP - Intermountain Power Project
Building No.: 9BSUC Section: 9BSUCA Area: 1045 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Equipment
Perimeter
Parapet: 128 Ft. Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.
Access: INTERNAL LADDER: Temporary Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/8
Drainage: SCUPPERS
Vapor Retarder: UNKNOWN
Insulation; EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:
Description:
Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways:
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004220
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Installation: IPP - Intermountain Power Project
Building No.: 9BSUS Section: 9BSUSA Area: 1200 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 140 Ft. Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.
Access: EXTERNAL LADDER: Temporary Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: SCUPPERS W/LEADERS & DOWNSPOUT
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: LOOSE LAID
Membrane: Mfg: Spec. No.:
Description:
Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways:
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004221
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Installation: IPP - Intermountain Power Project
Building No.: 9BsSUT Section: 9BSUTA Area: 2240 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Pumps
Perimeter
Parapet: 195 Ft Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div. Ft. Other: Ft.

Access: EXTERNAL LADDER: Temporary Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: SCUPPERS
Vapor Retarder: VINYL
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004222
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Installation: IPP - Intermountain Power Project
Building No.: 9BSUW Section: 9BSUWA Area: 799 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Pumps
Perimeter
Parapet: 111 Ft Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: EXTERNAL LADDER: Permanent Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: SCUPPERS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004223
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Installation: IPP - Intermountain Power Project

Building No.:

Last Replacement:
Occupancy:

9BSUW Section: 9BSUWB Area:

Original Construction:
Pumps

918 Sq.Ft.

1985

Perimeter

Parapet:

Roof Edge: 88
Access:

Exp. Joint: Ft.
Area Div.: Ft.
Adj Roof Sec:

Adj. Wall:
Other:

Ft.
Ft.

Structural Frame:

CONCRETE: Flat Slab

Roof Deck:
Slope:
Drainage:

Vapor Retarder:

Insulation:
Thickness:
R-Value:
Attachment:

Layers: Tapered:

Membrane: Mfg:

Description:

Spec. No.:

Protected Mem.: N

Type:
Attachment:
Reinforcement:
Surfacing:
Walkways:

LIQUID APP: Acrylic Elastomer

Base Flashing:
Flashing Adhesive:
Counterflashing:
Types:

Remarks:

IP12_004224
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Installation: IPP - Intermountain Power Project

Building No.: 9CFC
Last Replacement:

Occupancy: Storage

Section: 9CFC-A Area:
Original Construction:

416 Sq.Ft.
1985

Perimeter
Parapet: Ft. Exp. Joint: Ft. Adj. Wall:
Roof Edge: 84 Ft. Area Div.: Ft. Other:
Access: EXTERNAL LADDER: Temporary Adj Roof Sec:

Ft.
Ft.

Structural Frame: STEEL: Bar Joists/Bearing Wall

Roof Deck: STEEL
Slope: 2
Drainage: GUTTERS & DOWNSPOUTS

Vapor Retarder: UNKNOWN

Insulation: GLASS FIBER
Thickness: In.
R-Value: 19
Attachment: MECHANICAL

Layers:

Tapered:

Membrane: Mfg:
Description:
Protected Mem.: N

Spec. No.:

Type:
Attachment:
Reinforcement:
Surfacing:
Walkways:

Base Flashing:
Flashing Adhesive:
Counterflashing:
Types:

Remarks: Steel Roof

IP12_004225
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Installation: IPP - Intermountain Power Project
Building No.: 9CFCS Section: 9CFCSA Area: 160 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Controls
Perimeter
Parapet: 50 Ft. Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.
Access: EXTERNAL LADDER: Temporary Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: SCUPPERS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:
Description:
Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Slag
Walkways:
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004226
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Installation: IPP - Intermountain Power Project
Building No.: 9CHA Section: 9CHA-A Area: 6090 Sg.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Unloading
Perimeter
Parapet: 270 Fu. Exp. Joint: 40 Ft. Adj. Wall: 38 Ft
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK

Base Flashing:

REINFORCED ASBESTOS

Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004227
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Installation: IPP - Intermountain Power Project
Building No.: 9CHA Section: 9CHA-B Area: 173  Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Office
Perimeter
Parapet: 55 Ft. Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: INTERNAL LADDER: Temporary Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck:
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mifg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004228
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Installation: IPP - Intermountain Power Project
Building No.: 9CHA Section: 9CHA-C Area: 5640 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Unloading
Perimeter
Parapet: 322 Ft. Exp. Joint: 40 Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck:
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mig: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004229
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Installation: IPP - Intermountain Power Project
Building No.: 9CHA Section: 9CHA-D Area: 1134 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Work space
Perimeter
Parapet: 68 Ft. Exp. Joint: Ft. Adj. Wall: 68 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck:
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment:
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004230
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Installation: IPP - Intermountain Power Project
Building No.: 9CHB1 Section: 9CHB1A Area: 6384 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 316 Ft. Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: INTERNAL LADDER: Permanent Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: VINYL
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004231
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Installation: IPP - Intermountain Power Project
Building No.: 9CHB2 Section: 9CGB2A Area: 2635 Sq.Ft.
Last Replacement: 1995 Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 147 Ft. Exp. Joint: Ft. Adj. Wall: 85 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.
Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:
Description:
Protected Mem.: N
Type: SINGLE-PLY: EPDM
Attachment: MECH FASTENERS: Penetrating
Reinforcement:
Surfacing:
Walkways: RUBBER MAT
Base Flashing: EPDM
Flashing Adhesive: UNKNOWN
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004232
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Installation: IPP - Intermountain Power Project
Building No.: 9CHB2 Section: 9CHB2B Area: 2030 Sq.Ft.
Last Replacement: 1995 Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 128 Ft. Exp. Joint: Ft. Adj. Wall: 70 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.
Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: SCUPPERS W/LEADERS & DOWNSPOUT
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Firestone Spec. No.:
Description: 60-mil black
Protected Mem.: N
Type: SINGLE-PLY: EPDM
Attachment: MECH FASTENERS: Penetrating
Reinforcement:
Surtacing:
Walkways: RUBBER MAT
Base Flashing: EPDM
Flashing Adhesive:
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004233
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Installation: IPP - Intermountain Power Project
Building No.: 9CHB2 Section: 9CHB2C Area: 4200 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 260 Ft. Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: INTERNAL LADDER: Permanent Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation; EXPANDED POLYSTYRENE
Thickness: 3 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg; Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004234
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Installation: IPP - Intermountain Power Project
Building No.: 9CHB3 Section: 9CHB3A Area: 2789 Sq.Ft
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 170 Ft. Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: EXTERNAL LADDER: Temporary Adj Roof Sec:
Structurat Frame: STEEL: Bar Joists/Beams & Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mig: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004235
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Installation: IPP - Intermountain Power Project
Building No.: 9CHB4 Section: 9CHB4A Area: 2160 Sq.Ft.
Last Replacement: 1995 Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 136 Ft. Exp. Joint: Ft. Adj. Wall: 72 Ft
Roof Edge: Ft. Area Div.: Ft. Other: Ft.
Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: SCUPPERS W/LEADERS & DOWNSPOUT
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mig: Firestone Spec. No.:
Description: 60-mil
Protected Mem.: N
Type: SINGLE-PLY: EPDM
Attachment: MECH FASTENERS: Penetrating
Reinforcement:
Surfacing:
Walkways: RUBBER MAT
Base Flashing: EPDM
Flashing Adhesive: UNKNOWN
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004236
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Installation: IPP - Intermountain Power Project
Building No.: 9CHB4 Section: 9CHB4B Area: 3684 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 244 Ft Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: INTERNAL LADDER: Permanent Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder:
Insulation: EXPANDED POLYSTYRENE
Thickness: 3 In Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLDY: Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004237
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Installation: IPP - Intermountain Power Project
Building No.: 9CHD Section: 9CHD-A Area: 640 Sq.Ft.
Last Replacement: 2000 Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 84 Ft. Exp. Joint: Ft. Adj. Wall: 20 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.
Access: EXTERNAL LADDER: Temporary Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: VINYL
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: LOOSE LAID
Membrane: Mfg: Firestone Spec. No.:
Description: EPDM
Protected Mem.: N
Type: SINGLE-PLY: EPDM
Attachment: MECH FASTENERS: Penetrating
Reinforcement:
Surfacing:
Walkways: RUBBER MAT
Base Flashing: EPDM
Flashing Adhesive: UNKNOWN
Counterflashing: METAL
Types: WALL/PARAPET
Remarks:

IP12_004238
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Installation: IPP - Intermountain Power Project
Building No.: 9CHD Section: 9CHD-B Area: 1152 Sq.Ft.
Last Replacement: 2000 Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 68 Ft. Exp. Joint: Ft. Adj. Wall: 68 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.
Access: EXTERNAL LADDER: Permanent Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Firestone Spec. No.:
Description: EPDM
Protected Mem.: N
Type: SINGLE-PLY: EPDM
Attachment: MECH FASTENERS: Penetrating
Reinforcement:
Surfacing:
Walkways: RUBBER MAT
Base Flashing: EPDM
Flashing Adhesive:
Counterflashing: METAL
Types: WALL/PARAPET

Remarks:

IP12_004239
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Installation: IPP - Intermountain Power Project
Building No.: 9CHD Section: 9CHD-C Area: 3080 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 222 Ft. Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation:; EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mig: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Asbestos Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004240
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Installation: IPP - Intermountain Power Project
Building No.: 9CMB Section: 9CMB-A Area: 1728 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 168 Ft Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck:
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK

Base Flashing:
Flashing Adhesive:
Counterflashing:

REINFORCED ASBESTOS
HOT MOPPED
METAL

Types: WALL/PARAPET

Remarks:

IP12_004241
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Installation: IPP - Intermountain Power Project
Building No.: 9CMB Section; 9CMB-B Area: 1344 Sg.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Machinery
Perimeter
Parapet: 104 Ft Exp. Joint: Ft. Adj. Wall: 48 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: PENTHOUSE Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck: STEEL
Slope: 1/4
Drainage: INTERIOR DRAINS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.; N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004242
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Installation: IPP - Intermountain Power Project
Building No.: IWSA Section: 9WSA-A Area: 760 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Pumps
Perimeter
Parapet: 78 Ft Exp. Joint; Ft. Adj. Wall: 40 Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Fi.

Access: EXTERNAL LADDER: Permanent Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck:
Slope: 1/4
Drainage: SCUPPERS
Vapor Retarder:
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphalt
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004243
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Installation: IPP - Intermountain Power Project
Building No.: 9WSA Section. 9WSA-B Area: 3320 Sq.Ft.
Last Replacement: Original Construction: 1985
Occupancy: Pumps
Perimeter
Parapet: 208 Ft. Exp. Joint: Ft. Adj. Wall: Ft.
Roof Edge: Ft. Area Div.: Ft. Other: Ft.

Access: EXTERNAL LADDER: Permanent Adj Roof Sec:
Structural Frame: STEEL: Beams, Girders, Columns
Roof Deck:
Slope: 1/4
Drainage: SCUPPERS
Vapor Retarder: UNKNOWN
Insulation: EXPANDED POLYSTYRENE
Thickness: 4 In. Layers: 1 Tapered: N
R-Value: 19
Attachment: ADHESIVE - HOT
Membrane: Mfg: Spec. No.:

Description:

Protected Mem.: N
Type: BUR: Asphait
Attachment: FULLY ADHERED
Reinforcement: B.U.(HOT/COLD): Glass Felt
Surfacing: AGG: Pea Gravel
Walkways: ASPHALT PLANK
Base Flashing: REINFORCED ASBESTOS
Flashing Adhesive: HOT MOPPED
Counterflashing: METAL

Types: WALL/PARAPET

Remarks:

IP12_004244
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Installation: IPP - Intermountain Power Project

. Building ID/Name

) Category Deck Type~

insulatior Typels) .

-, @réa:
. |(saFy

| Cons

Year | Year

1BSA Unit One Boiler 1BSA-A 1/4 BUR: Asphalt
Utilities and Ground EXPANDED POLYSTYRENE
Improvements STEEL

1BSA-B 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1BSA-C 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1BSA-D 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1BSA-E 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1BSA-F 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1BSA-G 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1BSA-H 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1BSA-lI 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1BSA-J 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1BSA-K 1/4 BUR: Asphait
EXPANDED POLYSTYRENE
STEEL

1BSA-L 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1BSA-M 1/8 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1BSA-N 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE

4140

4140

3277

3277

3277

2308

1792

3128

7728

7452

3128

3128

7728

7452

1985

1985

1985

1985

1985

1985

1985

1985

1985

1985

1985

1985

1985

1985

2001

2001

2001

2001

2001

2001

2001

2001

2001

2001

2001

2001

2001

2001

100/50/----

100/50/----

100/52/----

100/48/----

100/50/----

100/50/----

90/50/----

86/50/----

92/50/----

82/50/----

100/50/----

80/50/----

83/50/----

82/50/----

65

66

64

65

65

63

63

64

62

65

62

62

62
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Installation: IPP - Intermountain Power Project

. Burldmg lE}IName
Gategery

Sec [llSlopeiMeﬁkbrane B

EN

Insulatlon{Typg )
~Déck Type~ . -

1BSA1 Turbine 1 Lube
Oil Storage

Utilities and Ground
Improvements

1BSA2 Turbine 2 Lube
Oil Storage

Utilities and Ground
Improvements

1BSAT1 Unit One
Turbine

Utilities and Ground
Improvements

1BSA-O 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1BSA-P 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1BSA-Q 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1BSA1A 1/4 BUR: Asphalt
EXTRUDED POLYSTYRENE
STEEL

1BSA2A 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1BSAT! 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1BSATJ 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1BSATK 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1BSATL 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1BSATM 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE

1BSATN 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE

1BSATO 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1BSATP 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1BSATQ 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE

3540

3540

5278

5278

5400

5400

5400

5400

5040

5400

5160

5400

2040

1985

1985

1985

1985

1985

1985

1985

1985

1985

1985

1985

1985

1985

2001

2001

200t

2001

2001

2001

2001

2001

2001

2001

2001

2001

2001

100/50/---- 65
90/50/---- 63
100/50/---- 65
100/48/---- 64
100/50/---- 65
100/50/---- 65
100/50/---- 65
100/50/---- 65

98/50/---- 65
100/50/---- 65
90/50/---- 63
100/50/---- 65
100/50/---- 65
100/50/---- 6“.;
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Installation: IPP - Intermountain Power Project

" Biiiiding ID/Name
o Category

Séc lDlSlOpéIMembraae -l

Insulation Type(s) - N

- . Deck Type

1BSB Unit One Wet
Scrubber

Utilities and Ground
Improvements

1BSB1 Unit One
Baghouse

Utilities and Ground
Improvements

1BSC Control Building
Utilities and Ground
Improvements

1BSH Circulating Water
Utilities and Ground
Improvements

1BSATR 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1BSB-A 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1BSB-B 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1BSB-C 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1BSB-D 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1BSB-E 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1BSB-F 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1BSB-G 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1BSB1A 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1BSC-A 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1BSC-B 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1BSC-C 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1BSH-A 1/8 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1BSH-B 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE

10545

10545

16761

16761

3996

3996

168

1200

11394

1601

5833

4959

8680

1985

1985

1985

1985

1985

1985

1985

1985

1985

1985

1985

1985

1985

2001 100/50/---- 65

2001 95/50/--- 64

2001 100/50/---- 65

2001 91/50/---- 64

2001 91/50/---- 64

2001 100/50/---- 65

2001 100/50/---- 65

2001 100/50/---- 65

2001 92/42/---- 58

2001 29/70/---- 46

2001 35/100/---- 54

2001 29/100/---- 50

2001 100/50/---- 65

2001 100/50/---- 65

IP12_004247
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Installation: IPP - Intermountain Power Project

Sec tblSIageﬁMembfane

Bunldmg m/Name lnsulatmm”[ype;{s)

Category

| Area
‘DeckType -~ '|(SqFY)

1GRD Guardhouse 1GRD-A 1/4 BUR: Asphalt
Administrative Facilites | EXPANDED POLYSTYRENE
STEEL

1HRC-1 Cooling Tower | 1HRC-A 1/4 BUR: Asphalt
SUS One EXPANDED POLYSTYRENE
Utilities and Ground STEEL

Improvements

1HRC-2 Cooling Tower | 1HRC2A 1/4 BUR: Asphalt
SUS Two EXPANDED POLYSTYRENE
Utilities and Ground STEEL

Improvements

1RCS Rail Car Service 1RCS-A 1/4 BUR: Asphalt
Maintenance and EXPANDED POLYSTYRENE
Production Facilities STEEL

1RCS-B 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1RCS-C 1/4 BUR: Asphait
EXPANDED POLYSTYRENE
STEEL

1RCS-D 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

1RCS-E 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

2BSA Unit Two Boiler 2BSA-A 1/4 BUR: Asphalt
Utilities and Ground EXPANDED POLYSTYRENE
Improvements STEEL

2BSA-B 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

2BSA-C 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

2BSA-D 1/8 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

2BSA-E 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

2BSA-F 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

235

1040

1064

10764

9450

12180

10440

400

4140

4140

3277

3277

3277

2308

1985

1985

1985

1985

1985

1985

1985

1985

1985

1985

1985

1985

1985

1985

2001

2001

2001

2001

2001

2001

2001

2001

2001

2001

2001

2001

2001

100/50/----

100/50/----

100/50/----

100/50/----

100/50/----

100/50/----

100/50/----

100/50/----

100/50/----

100/50/----

92/50/----

100/50/----

71/50/----

100/50/----

65

65

65

65

65

65

65

65

65

64

65

61

65

IP12_004248
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Installation: IPP - Intermountain Power Project

SecilDISlqpéi]Mg‘#nbraﬁ; |
Insulation Type(s) = - | Area
+ DeckType - . |(SqFt)|" Year

| Building ID/Name
..~ Category

2BSA-G 1/4 BUR: Asphalt 1792 | 1985 2001 89/50/---- 63
EXPANDED POLYSTYRENE
STEEL

2BSA-H 1/4 BUR: Asphalt 3128 | 1985 2001 88/50/---- 63
EXPANDED POLYSTYRENE
STEEL

2BSA-1 1/4 BUR: Asphalt 7728 | 1985 2001 87/50/---- 63
EXPANDED POLYSTYRENE
STEEL

2BSA-J 1/8 BUR: Asphalt 7452 | 1985 2001 90/50/---- 63
EXPANDED POLYSTYRENE
STEEL

2BSA-K 1/4 BUR: Asphalt 3128 | 1985 | 2001 100/42/--- | 59
EXPANDED POLYSTYRENE
STEEL

2BSA-L 1/4 BUR: Asphalt 3128 | 1985 | 2001 100/38/-- | 57
EXPANDED POLYSTYRENE

2BSA-M 1/4 BUR: Asphalt 7728 | 1985 2001 87/50/---- 63
EXPANDED POLYSTYRENE
STEEL

2BSA-N 1/4 BUR: Asphalt 7452 | 1985 | 2001 | 100/50/-- | 65
EXPANDED POLYSTYRENE
STEEL

2BSA-O 1/4 BUR: Asphalt 3128 | 1985 | 2001 100/35/-- | 54
EXPANDED POLYSTYRENE

2BSA-P 1/4 BUR: Asphalt 3540 | 1985 2001 100/48/---- 64
EXPANDED POLYSTYRENE
STEEL

2BSA-Q 1/4 BUR: Asphalt 3540 | 1985 2001 100/50/---- 65
EXPANDED POLYSTYRENE
STEEL

2BSAT2 Unit Two 2BSATA 1/4 BUR: Asphalt 5400 | 1985 2001 100/50/---~ 65
Turbine EXPANDED POLYSTYRENE
Utilities and Ground STEEL

Improvements

2BSATB 1/4 BUR: Asphalt 5400 | 1985 | 2001 100/46/-- | 62
EXPANDED POLYSTYRENE

2BSATC 1/4 BUR: Asphalt 5160 | 1985 2001 100/50/100 65
EXPANDED POLYSTYRENE
STEEL

IP12_004249
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RCI Repo

rt

Installation: IPP - Intermountain Power Project

Bmlding !DIName

category lnsuiatmn 'Type(s).

Deck Type

Set: lDlStopelMembrane s

con$

!ear

2BSATD 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

2BSATE 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

2BSATF 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

2BSATG 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

2BSATH 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

2BSB-A 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

2BSB Unit Two Wet
Scrubber

Utilities and Ground
Improvements

2BSB-B 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE

2BSB-C 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE

2BSB-D 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

2BSB-E 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

2BSB-F 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

2BSB-G 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

2BSB1A 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

2BSB2 Unit Two
Baghouse

Utilities and Ground
Improvements

9APK Emergency
Generator

Utilities and Ground
Improvements

9APK-A 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE

5040

5400

5040

5400

10545

10545

16761

16761

3996

3996

168

1200

7736

1985

1985

1985

1985

1985

1985

1985

1985

1985

1985

1985

1985

1985

1985

2001

2001

2001

2001

2001

2001

2001

2001

2001

2001

2001

2001

2001

2001

100/50/----

100/50/----

98/50/----

98/50/----

100/50/----

88/50/----

100/50/----

91/50/----

91/50/----

100/50/----

100/50/----

100/50/----

87/50/----

100/50/----

65

65

65

65

63

65

64

64

65

65

65

63

65
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Installation: IPP - Intermountain Power Project
_ . Sec ID/Slope/Membrane | Sect
. Building ID/Name Rt _pe;& rane, o “Arana
\ Catedo Insulation Type(s) °| ‘Area | .Cot
gory. Deck Type | (SqFt)| - Ye:
9ASA Boiler Sump 9ASA-A 1/4 BUR: Asphalt 1147
Transfer EXPANDED POLYSTYRENE
Utilities and Ground
Improvements
9ASF Sludge Transfer 2 | 9ASF-A 1/4 BUR: Asphalt 1268 | 1985 2001 98/50/---- 65
Utilities and Ground EXPANDED POLYSTYRENE
Improvements STEEL
9ASF-B 1/4 BUR: Asphalt 660 | 1985 2001 100/50/---- 65
EXPANDED POLYSTYRENE
STEEL
9ASF1 Sludge Transfer | 9ASF1A 1/4 BUR: Asphalt 3432 | 1985 2001 90/50/---- 63
1 EXPANDED POLYSTYRENE
Utilities and Ground STEEL
Improvements
9ASF3 Sludge Transfer | 9ASF3A 1/4 BUR: Asphalt 1268 | 1985 2001 98/50/---- 65
3 EXPANDED POLYSTYRENE
Utilities and Ground STEEL
Improvements
9ASF3B 1/4 BUR: Asphalt 660 | 1985 | 2001 | 100/50/-- | 65
EXTRUDED POLYSTYRENE
STEEL
9ASF4 Sludge Transfer | 9ASF4A 1/4 BUR: Asphalt 1450 | 1985 2001 80/50/---- 62
4 EXPANDED POLYSTYRENE
Utilities and Ground STEEL
Improvements
9BDS Thaw Shed 9BDS-A 1/4 BUR: Asphalt 2400 | 1985 R s’
Utilities and Ground EXPANDED POLYSTYRENE
Improvements STEEL
9BDS-B 1/4 BUR: Asphalt 5000 | 1985 wmenfmmef--o-
EXPANDED POLYSTYRENE
STEEL
9BDS-C 1/4 BUR: Asphalt 4825 | 1985 B e
EXPANDED POLYSTYRENE
STEEL
9BJM Utility Services 9BJM-A 1/4 BUR: Asphalt 4671 1985 2001 29/94/--- 49
Building EXPANDED POLYSTYRENE
Maintenance and STEEL
Production Facilities
9BJM-B 1/4 BUR: Asphalt 4550 | 1985 2001 29/90/---- 49
EXPANDED POLYSTYRENE
STEEL
9BJM-C 1/8 BUR: Asphalt 6047 | 1985 2001 29/87/---- 48
EXPANDED POLYSTYRENE
STEEL

IP12_004251
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RCI Report
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Installation: IPP - Intermountain Power Project

.| Last |

\ s e 1-seet | Lt
Bulldm iB/Name ‘ ) | PO
\ Catge ga | Insuiatlon Type(s) |«Area | ‘Cons:| Insp | MCI/F¢
ry Beck ‘fype (SaFy] .Y ~Year | - ¢
9BJM-D 1/4 BUR: Asphalt 8975 | 1985 2001 29/95/---- 50
EXPANDED POLYSTYRENE
STEEL
9BJM-E 1/4 BUR: Asphalt 4811 1985 2001 29/84/---- 48
EXPANDED POLYSTYRENE
9BSB Onsite Reservoir | 9BSB-A 1/8 BUR: Asphalt 877 | 1985 2001 100/50/---- 65
Pump EXPANDED POLYSTYRENE
Utilities and Ground STEEL
Improvements
9BSB-B 1/4 LIQUID APP: Acrylic 3668 | 1985 eefemef-
Elastomer
NONE
CONCRETE LWT: Cast-In-Place
9BSBC Conveyor Drive | 9BSBCA 1/4 BUR: Asphalt 1500 | 1985 2001 100/49/---- 64
Utilities and Ground EXPANDED POLYSTYRENE
Improvements STEEL
9BSBO Pre-Treatment 9BSBOA 1/4 BUR: Asphalt 216 | 1985 2001 100/43/---- 60
Sludge Overflow EXTRUDED POLYSTYRENE
Utilities and Ground STEEL
Improvements
9BSBP Pre-Treatment 9BSBPA 1/4 BUR: Asphalt 371 1985 2001 100/50/---- 65
Sludge Transfer EXPANDED POLYSTYRENE
Utilities and Ground STEEL
Improvements
9BSD Limestone 9BSD-A 1/4 BUR: Asphalt 2608 | 1985 2001 96/50/---- 64
Preperation EXPANDED POLYSTYRENE
Maintenance and STEEL
Production Facilities
9BSD-B 1/4 BUR: Asphalt 2960 | 1985 2001 98/48/---- 63
EXPANDED POLYSTYRENE
STEEL
9BSD-C 1/4 BUR: Asphalt 1928 | 1985 2001 100/50/---- 65
EXPANDED POLYSTYRENE
STEEL
9BSD-D 1/4 BUR: Asphalt 1645 1985 2001 100/50/---- 65
EXPANDED POLYSTYRENE
STEEL
9BSD-E 1/4 BUR: Asphalt 4152 | 1985 2001 100/50/---- 65
EXPANDED POLYSTYRENE
STEEL
9BSD-F 1/4 BUR: Asphalt 784 | 1985 2001 100/50/---- 65

EXPANDED POLYSTYRENE
STEEL

IP12_004252
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RCI Report
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Installation: IPP - Intermountain Power Project

" Building ID/Name

Sec ID/Slope/Membrane

- Category - Deck Type

‘ - Sect
Insulation Type(s) - .

Area

(SqFt) f

N

9BSD-G 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

9BSD-H 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

9BSE-A Administration 9BSEAA 1/4 BUR: Asphalt
Building EXPANDED POLYSTYRENE
Administrative Facilities | STEEL

9BSEAB 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

9BSEAC 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

9BSEAD 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

9BSEAE 1/4
NONE
STEEL

9BSEAF 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

9BSEAG 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

9BSEAH 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

9BSEAI 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

9BSE-G General 9BSEGA 1/4 BUR: Asphalt
Services EXPANDED POLYSTYRENE
Maintenance and STEEL

Production Facilities

9BSEGB 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

9BSEGC 1/4 BUR: Asphalt
EXPANDED POLYSTYRENE
STEEL

2736

728

5929

8235

1270

1476

3888

1220

429

5929

8547

5540

8160

288

1985

1985

1985

1985

1985

1985

1985

1985

1985

1985

1985

1985

1985

1985

2001

2001

2001

2001

2001

2001

2001

2001

2001

2001

2001

2001

2001

100/68/----

100/50/----

88/50/----

100/50/----

73/50/----

81/50/----

98/50/----

66/50/----

94/50/----

89/50/----

88/41/---

87/50/----

100/50/----

78

65

63

65

61

62

65

60

64

63

57

63

65

IP12_004253
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Installation: IPP - Intermountain Power Project

Sec ID/Slope/Membrane
" Insulation Type(s)
. Deck Type

Buildifig ID/Name | sect
- Category .

9BSEGD 1/4 BUR: Asphalt 1800 | 1985 2001 100/50/---- 65
EXPANDED POLYSTYRENE
STEEL

9BSEGE 1/4 BUR: Asphalt 5540 | 1985 2001 85/44/---- 59
EXPANDED POLYSTYRENE
STEEL

9BSEGF 1/4 BUR: Asphalt 3740 | 1985 2001 29/50/---- 43
EXPANDED POLYSTYRENE
STEEL

9BSEGG 1/4 BUR: Asphalt 4920 | 1985 2001 78/50/---- 62
EXPANDED POLYSTYRENE
STEEL

9BSEGH 1/4 BUR: Asphalt 4920 | 1985 2001 81/50/---- 62
EXPANDED POLYSTYRENE
STEEL

9BSEGI| 1/4 BUR: Asphalt 5400 | 1985 2001 85/50/---- 63
EXPANDED POLYSTYRENE ‘

9BSEGJ 1/4 BUR: Asphalt 1870 | 1985 2001 82/50/---- 62
EXPANDED POLYSTYRENE
STEEL

9BSEGK 1/4 BUR: Asphalt 3158 | 1985 2001 36/50/---- 48
EXPANDED POLYSTYRENE
STEEL

9BSEGL 1/4 BUR: Asphalt 8100 | 1985 2001 86/50/---- 63
EXPANDED POLYSTYRENE
STEEL

9BSEGM 1/4 BUR: Asphalt 8100 | 1985 2001 100/50/---- 65
EXPANDED POLYSTYRENE
STEEL

9BSEGN 1/4 BUR: Asphalt 8100 | 1985 2001 89/50/---- 63
EXPANDED POLYSTYRENE
STEEL

9BSEGO 1/4 BUR: Asphalt 8156 | 1985 2001 86/43/---- 58
EXPANDED POLYSTYRENE
STEEL

9BSEGP 1/4 BUR: Asphalt 7950 | 1985 2001 100/44/---- 61
EXPANDED POLYSTYRENE

9BSEGQ 1/4 BUR: Asphalt 7950 | 1985 2001 92/42/---- 58
EXPANDED POLYSTYRENE
STEEL

G kA

IP12_004254
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Installation: IPP - Intermountain Power Project

e | SecID/Slopé/Membrane | ‘Sect | Last | Last |© . ..
Building ID/Name SN SO ! SRR < e lreveetnet |
S Catge OI ‘ Insulation Type(s) .| Area | Cons . | MCUFCIACH
< gory “'Deck Type - | (SqFt)| Year |-Year |.
9BSEGR 1/4 BUR: Asphalt 2650 | 1985 2001 90/45/---- 60
EXPANDED POLYSTYRENE
STEEL
9BSK Water Treatment | 9BSK-A 1/4 BUR: Asphalt 8360 | 1985 2001 96/48/---- 63
Utilities and Ground EXPANDED POLYSTYRENE
Improvements STEEL
9BSK-B 1/4 BUR: Asphalt 812 | 1985 2001 100/50/---- 65
EXPANDED POLYSTYRENE
STEEL
9BSK-C 1/4 BUR: Asphalt 13176 | 1985 2001 74/41/---- 55
EXPANDED POLYSTYRENE
STEEL
9BSP Sludge 9BSP-A 1/4 BUR: Asphalt 6109 | 1985 2001 100/50/---- 65
Conditioning EXPANDED POLYSTYRENE
Utilities and Ground STEEL
Improvements
9BSP-B 1/4 BUR: Asphait 6439 | 1985 2001 60/39/---- 51
EXPANDED POLYSTYRENE
STEEL
9BSP-C 1/4 BUR: Asphalt 6439 | 1985 2001 78/50/---- 62
EXPANDED POLYSTYRENE
STEEL
9BSPO Slduge Transfer | 9BSPOA 1/4 BUR: Asphalt 7760 1985 2001 84/50/---- 63
Utilities and Ground EXPANDED POLYSTYRENE
Improvements
9BSPT Thickener 9BSPTA LEVEL LIQUID APP: 448 | 1985 2001 78/81/---- 79
Overflow Pump Building | Acrylic Elastomer
Utilities and Ground NONE ‘
Improvements CONCRETE STD: Precast
9BSU Ash Water 9BSU-A 1/4 BUR: Asphalt 4032 | 1985 2001 100/50/---- 65
Recycle Pump EXPANDED POLYSTYRENE
Utilities and Ground STEEL
Improvements
9BSUC Coal Sampling | 9BSUCA 1/8 BUR: Asphalt 1045 | 1985 2001 100/50/---- 65
Prep EXPANDED POLYSTYRENE
Utilities and Ground STEEL
Improvements
9BSUS Setting Basin 9BSUSA 1/4 BUR: Asphalt 1200 | 1985 2001 92/50/---- 64
Pump Building EXPANDED POLYSTYRENE
Utilities and Ground STEEL
Improvements
9BSUT Tank Yard 9BSUTA 1/4 BUR: Asphalt 2240 | 1985 2001 100/50/---- 65
Pump EXPANDED POLYSTYRENE
Utilities and Ground STEEL
Improvements

IP12_004255




Utilities and Ground
Improvements

EXPANDED POLYSTYRENE
STEEL

Date: JUN/27/2001 RCI Report Page 12
Installation: IPP - Intermountain Power Project
cpenn | SecID/Slope/Membrane | Sect | s
. Building ID/Name D ‘p man : G Rol
a4 " Deck Type - (SaFy)| Y o
9BSUW Waste Water 9BSUWA 1/4 BUR: Asphalt 799 | 1985 2001 100/50/---- 65
Holding Pump EXPANDED POLYSTYRENE
Utilities and Ground STEEL
Improvements
9BSUWB LIQUID APP: Acrylic 918 | 1985 2001 100/81/---- 87
Elastomer
9CFC Paint & Solvent 9CFC-A 2 416 | 1985 meeefemmafanan
Storage GLASS FIBER
Maintenance and STEEL
Production Facilities
9CFCS Sewage 9CFCSA 1/4 BUR: Asphalt 160 | 1985 eefereefee
Treatment EXPANDED POLYSTYRENE
Utilities and Ground STEEL
Improvements
9CHA Coal Car 9CHA-A 1/4 BUR: Asphalt 6090 | 1985 2001 100/50/---- 65
Unloading EXPANDED POLYSTYRENE
Maintenance and STEEL
Production Facilities
9CHA-B 1/4 BUR: Asphalt 173 | 1985 2001 100/50/---- 65
EXPANDED POLYSTYRENE
9CHA-C 1/4 BUR: Asphalt 5640 | 1985 2001 100/50/---- 65
EXPANDED POLYSTYRENE
9CHA-D 1/4 BUR: Asphalt 1134 | 1985 2001 98/50/---- 65
EXPANDED POLYSTYRENE
9CHB1 Coal Transfer 1 | 9CHB1A 1/4 BUR: Asphalt 6384 | 1985 2001 100/50/---- 65
Utilities and Ground EXPANDED POLYSTYRENE
Improvements STEEL
9CHB2 Coal Transfer2 | 9CGB2A 1/4 SINGLE-PLY: EPDM 2635 | 1995 2001 61/100/---- 73
Utilities and Ground EXPANDED POLYSTYRENE
Improvements STEEL
9CHB2B 1/4 SINGLE-PLY: EPDM 2030 | 1995 2001 60/100/---- 72
EXPANDED POLYSTYRENE
STEEL
9CHB2C 1/4 BUR: Asphalt 4200 | 1985 2001 98/50/---- 65
EXPANDED POLYSTYRENE
STEEL
9CHB3 Coal Transfer 3 | 9CHB3A 1/4 BUR: Asphalt 2789 1985 ammnfemenfen ==
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Installation: IPP - Intermountain Power Project
Sec ID/Slope/Membrane Sect | Last | Last | - o
Building ID/Name A ; R 1  anmtimninet]
Catge o Insulation Type(s) -Area | Cons ‘lnsp ,HMCiI:FCI[l\c} RCI
gory Deck Type (SaFt)| Year | Year | =~ -
9CHB4 Coal Transfer 4 | 9CHB4A 1/4 SINGLE-PLY: EPDM 2160 1995 2001 100/100/---- 100
Utilities and Ground EXPANDED POLYSTYRENE
Improvements STEEL
9CHB4B 1/4 BUR: Asphalt 3684 1985 2001 100/78/---- 85
EXPANDED POLYSTYRENE
STEEL
9CHD Coal Crusher 9CHD-A 1/4 SINGLE-PLY: EPDM 640 2000 2001 60/100/---- 72
Utilities and Ground EXPANDED POLYSTYRENE
Improvements STEEL
9CHD-B 1/4 SINGLE-PLY: EPDM 1152 2000 2001 100/100/---- 100
EXPANDED POLYSTYRENE
STEEL
9CHD-C 1/4 BUR: Asphalt 3080 | 1985 2001 100/43/--- | 60
EXPANDED POLYSTYRENE
STEEL
9CMB Limestone 9CMB-A 1/4 BUR: Asphalt 1728 1985 2001 100/50/---- 65
Crusher EXPANDED POLYSTYRENE
Utilities and Ground
Improvements
9CMB-B 1/4 BUR: Asphalt 1344 | 1985 2001 100/50/--- | 65
EXPANDED POLYSTYRENE
STEEL
9WSA DMAD Intake O9WSA-A 1/4 BUR: Asphalt 760 | 1985 2001 100/50/---- | 65
Structure EXPANDED POLYSTYRENE
Utilities and Ground
Improvements
9WSA-B 1/4 BUR: Asphalt 3320 1985 2001 89/50/---- 63
EXPANDED POLYSTYRENE

Totals: Buildings = 50 Sections =173 Area = 775420
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Installation: IPP - Intermountain Power Project

Condition Index -- RCI
Building ID

Catego ry Code
Membrane Type
Insulatlon Type

Roof S OK
Section Area

Last Construction Year
Last Inspection Year

Building ID - Ascending

Selection Criteria

Sort Criteria
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Installation: IPP - Intermountain Power Project
Selection Criteria
Condition Index -- RCI All
Building 1D All
Cate ory Code All
rane Type All
Insulatlon Type All
Deck T All
Roof S OK All
Section Area All
Last Construction Year All
Last Inspection Year All
Table of RCI Frequency Report
As of Last Inspection
Condition RCI Range # of Sections % of Sections Total Area % of Area
Failed 0-10 0.0 0 0.0
Very Poor 11-25 0.0 0 0.0
Poor 26 - 40 0.0 0 0.0
Fair 41-55 13 7.9 77523 10.3
Good 56 - 70 142 86.6 657201 87.5
Very Good 71-85 6 3.7 12173 1.6
Excellent 86 - 100 3 1.8 4230 0.6
Total Number of Sections 164
Average RCI 64
Total Section Area 751127
Number of Missing Values 9
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Installation: IPP - Intermountain Power Project
Selection Criteria
Condition Index -- RCI All
Building ID All
Category Code All
Membrane Type All
Insulation Type All
Deck Type All
Roof Slope All
Section Area All
Last Construction Year All
Last Inspection Year All
Plot of RCI Frequency Report
By Number of Sections
As of Last Inspection
# Sections % Sections Condition
0 0 Failed
0 0 Very Poor
0 0 Poor
13 8 Fair
142 87 Good
6 Very Good ]J
3 Excellent
e T
0 15 30 45 60 75 90 105 120 135 150

Number of Sections

Total Number of Sections 164
Average RCI 64
Number of Missing Values 9
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Installation: IPP - Intermountain Power Project
Selection Criteria

Condition Index -- RCI All
Building ID All
Cate ory Code All

rane Type All
Insulatlon Type All
Deck Typ All
Roof S o All
Section rea All
Last Construction Year All
Last Inspection Year All

Plot of RCI Frequency Report
By % of Total Roof Area
As of Last Inspection
% Of Area Condition
0.00 Failed
0.00 Very Poor
0.00 Poor
10.32 Fair
87.50 Good
1.62 Very Good J
0.56 Excellent
S e e
0 9 18 27 36 45 54 63 72 81 90

% of Total Roof Area

Total Number of Sections 164
Average RCI 64
Total Section Area 751127
Number of Missing Values 9
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Installation: IPP - Intermountain Power Project

Selection Criteria
Condition Index -- RCI All

Building ID All
Category Code All
Membrane Type All
Insulation Type All
Deck Type All
Roof S oXe All
Section Area All
Last Construction Year All
Last Inspection Year All

IP12_004262
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Installation: IPP - Intermountain Power Project

Roof Section With‘out Rep“:airs‘* With ngaits »éécém@endatio:w
sutang Secton Age 50 A | ol S8 Sepce | oy Dont B\ A porna (28
1BSA 1BSA-A 16  Util 4140 | 65 2007 21735 | 86 2012 2734 0.66 Repair -
1BSA 1BSA-B 16 Uil 4140 | 65 2007 21735 | 86 2012 2594 0.64 Repair  ----
1BSA 1BSA-C 16 Uil 3277 | 66 2007 17204 | 86 2012 3449 0.96 Marginal ----
1BSA 1BSA-D 16 Uil 3277 | 64 2006 17204 | 86 2012 3500 0.84 Marginal ----
1BSA 1BSA-E 16 Uil 3277 | 65 2007 17204 | 86 2012 2452 0.73 Repair -
1BSA 1BSA-F 16 Uil 2308 [ 65 2007 12117 | 86 2012 1650 0.70 Repair -
1BSA 1BSA-G 16 Uil 1792 | 63 2006 9408 | 84 2011 1920 0.98 Marginal -
1BSA 1BSA-H 16 Uil 3128 | 63 2006 16422 | 86 2012 2036 0.57 Repair -
1BSA 1BSA-l 16 Uil 7728 | 64 2006 40572 | 85 2012 4523 0.53 Repair -
1BSA 1BSA-J 16 Uil 7452 | 62 2006 39123 | 83 2011 4040 0.57 Repair -
1BSA 1BSA-K 16 Uil 3128 | 65 2007 16422 | 86 2012 1798 0.60 Repair -
1BSA 1BSA-L 16 Uil 3128 | 62 2006 16422 | 84 2011 2280 0.72 Repair -
1BSA 1BSA-M 16 Uil 7728 | 62 2006 40572 | 83 2011 4586 0.61 Repair -
1BSA 1BSA-N 16 Uil 7452 | 62 2006 39123 | 83 2011 4580 0.63 Repair -
1BSA 1BSA-O 16 Uil 3128 | 65 2007 16422 | 86 2012 1912 0.63 Repair -
1BSA 1BSA-P 16 Util 3540 | 63 2006 18585 | 86 2012 2170 0.55 Repair -
1BSA 1BSA-Q 16 Uil 3540 | 65 2007 18585 | 86 2012 2105 0.61 Repair -
1BSA1 1BSA1A 16 Util 5278 | 64 2006 27710 | 86 2012 2847 0.50 Repair -
1BSA2 1BSA2A 16 Uil 5278 | 65 2007 27710 | 86 2012 2489 0.52 Repair -
1BSA11' I1BSAT 16 Util 5400 | 65 2007 28350 | 86 2012 2344 0.49 Repair -
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Installation: IPP - Intermountain Power Project

Roof Section Without Repairs . :j)ffith Rebairs}i Recommendatlons
Buang Seckn Age T5C mvea | Aol FeBl fosece | oy e Repa | AS g
1BSA'1F ]BSAT 16 Util 5400 | 65 2007 28350 | 86 2012 2625 0.53 Repair -
1BSA‘:’ I1(BSAT 16 Util 5400 | 65 2007 28350 | 86 2012 2276 | 0.48 Repair -
1BSA':' I1_BSAT 16 Uil 5400 | 65 2007 28350 | 86 2012 2943 0.58 Repair -
1BSA':' '1VIBSAT 16 Util 5040 | 65 2007 26460 | 86 2012 2329 | 051 Repair -
1BSA‘:’ |1\1 BSAT 16 Uil 5400 | 63 2006 28350 | 86 2012 2740 0.48 Repair  ---
1BSA'1F (1)BSAT 16 Util 5160 | 65 2007 27090 | 86 2012 2324 | 050 Repair -
1BSA‘:’ I1DBSAT 16 Util 5400 | 65 2007 28350 | 86 2012 2625 0.53 Repair -
1BSA'1F éBSAT 16 Util 2040 | 65 2007 10710 | 86 2012 1435 0.70 Repair -
1BSA'§ 1RBSAT 16 Util 2040 | 65 2007 10710 | 86 2012 1435 0.70 Repair -
1BSB 1BSB-A 16 Ut 10545 | 64 2006 55361 | 85 2012 3604 0.38 Repair -
1BSB 1BSB-B 16 Util 10545 | 65 2007 55361 | 86 2012 3392 0.41 Repair -
1BSB 1BSB-C 16 Util 16761 | 64 2006 87995 | 85 2012 5542 0.37 Repair  ---
1BSB 1BSB-D 16 Utl 16761 | 64 2006 87995 | 85 2012 5576 0.37 Repair -
1BSB 1BSB-E 16 Util 3996 | 65 2007 20979 | 86 2012 2098 0.56 Repair -
1BSB 1BSB-F 16 Util 3996 | 65 2007 20979 | 86 2012 2098 0.56 Repair -
1BSB 1BSB-G 16 Util 168 | 65 2007 882 | 86 2012 849 4.01 Replace 2007
1BSB1 1BSB1A 16 Util 1200 | 58 2005 6300 | 86 2012 2765 1.41  Replace 2005
1BSC 1BSC-A 16 Utl 11394 | 46 2003 59818 | 100 2021 15362 3.01 Replace 2003
1BSC 1BSC-B 16 Uil 1601 | 54 2004 8405 | 100 2021 17436 2.60 Replace 2004
1BSC 1BSC-C 16 Util 5833 | 50 2004 30623 | 100 2021 78851 3.19 Replace 2004
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Roof Section Without Repairs | With Repairs | Recommendations
Buiding Section Age oo Area | RCI szs: Replace | Rel 5:51 gisf" g:‘m Recmnd 5‘,23
1BSH 1BSH-A 16 Uil 4959 | 65 2007 26035 | 86 2012 2431 0.53 Repair -
1BSH 1BSH-B 16 Util 8680 | 65 2007 45570 | 86 2012 3368 | 0.46 Repair -
1GRD ;GRD- 16 Admn 235 | 65 2007 1234 | 86 2012 1062 | 3.60 Replace 2007
1HRC-1 1HRC-A 16 Uiil 1040 65 2007 5460 86 2012 1388 1.18 Marginal  ----
1HRC-2 J\Hﬂcz 16 Util 1064 | 65 2007 5586 | 86 2012 1503 1.24 Replace 2007
1RCS 1RCS-A 16 Main 10764 65 2007 56511 86 2012 3562 0.41 Repair -—--
1RCS 1RCS-B 16 Main 9450 | 65 2007 49612 | 86 2012 3182 | 0.42 Repair  ---
1RCS 1RCS-C 16 Main 12180 | 65 2007 63945 | 86 2012 3442 | 0.38 Repair  ---
1RCS 1RCS-D 16 Main 10440 65 2007 54810 86 2012 3789 0.44 Repair -
1RCS 1RCS-E 16 Main 400 65 2007 2100 86 2012 918 1.91 Replace 2007
2BSA 2BSA-A 16 Util 4140 | 65 2007 21735 | 86 2012 2849 | 0.68 Repair  ---
2BSA 2BSA-B 16 Util 4140 | 65 2007 21735 | 86 2012 3101 0.73 Repair -
2BSA 2BSA-C 16 Util 3277 | 64 2006 17204 | 85 2012 4300 | 0.99 Marginal -
2BSA 2BSA-D 16 Util 3277 | 65 2007 17204 | 86 2012 4281 1.16 Marginal -
2BSA 2BSA-E 16 Util 3277 | 61 2006 17204 | 77 2009 2566 1.15 Marginal -
2BSA 2BSA-F 16 Util 2308 | 65 2007 12117 | 86 2012 1697 | 0.72 Repair  ---
2BSA 2BSA-G 16 Util 1792 | 63 2006 9408 | 86 2012 1368 | 0.64 Repair -
2BSA 2BSA-H 16 Util 3128 | 63 2006 16422 | 86 2012 2028 | 0.57 Repair  ---
2BSA 2BSA-l 16 Util 7728 | 63 2006 40572 | 84 2011 4552 | 0.61 Repair  ---
2BSA 2BSA-J 16 Uil 7452 63 2006 39123 84 2011 3993 0.57 Repair —mee
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Installation: IPP - Intermountain Power Project

" Roof Section ' Without Repairs | With Repairs | Ré@ﬁ@éndaﬁbn&

sutang Sacton Age Goe, Avea | Foi [P DoBae | oy Fonl Repa | A0 g Bt
2BSA 2BSA-K 16 Util 3128 59 2005 16422 86 2012 1915 0.49 Repair ——--
2BSA 2BSA-L 16 Util 3128 57 2005 16422 86 2012 2112 0.53 Repair -—--
2BSA 2BSA-M 16 Uil 7728 63 2006 40572 84 2011 4863 0.64 Repair ———-
2BSA 2BSA-N 16  Util 7452 65 2007 39123 86 2012 4779 0.65 Repair ----
2BSA 2BSA-O 16 Util 3128 54 2004 16422 86 2012 2099 0.48 Repair ——as
2BSA 2BSA-P 16 Util 3540 64 2006 18585 86 2012 3521 0.79 Repair
2BSA 2BSA-Q 16 Uil 3540 65 2007 18585 86 2012 2690 0.74 Repair -
ZBSA'£ iBSAT 16 Util 5400 65 2007 28350 86 2012 2243 0.48 Repair -
ZBSA'g g BSAT 16 Util 5400 62 2006 28350 86 2012 2654 0.47 Repair -
ZBSA'IZ' %BSAT 16 Util 5160 65 2007 27090 86 2012 2276 0.50 Repair -
ZBSA'ZF gBSAT 16 Util 5400 65 2007 28350 86 2012 2568 0.52 Repair -—--
ZBSA12' EBSAT 16 Util 5040 65 2007 26460 86 2012 2215 0.49 Repair -——-
ZBSA; |2:BSAT 16 Util 5400 65 2007 28350 86 2012 2683 0.54 Repair ----
2BSA; éBSAT 16 Util 5040 65 2007 26460 86 2012 2330 0.51 Repair
ZBSA'IZ' ElBSAT 16 Util 5400 65 2007 28350 86 2012 2568 0.52 Repair
2BSB 2BSB-A 16  Util 10545 63 2006 55361 84 2011 3536 0.42 Repair -—--
2BSB 2BSB-B 16  Util 10545 65 2007 55361 86 2012 3527 0.41  Repair -—--
2BSB 2BSB-C 16 Uil 16761 64 2006 87995 85 2012 5529 0.37 Repair ———-
2BSB 2BSB-D 16 Uil 16761 64 2006 87995 85 2012 5422 0.37 Repair -—--
2BSB 2BSB-E 16  Util 3996 65 2007 20979 86 2012 2098 0.56 Repair -—es
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Roof Section Without Repairs With Repairs Recommendations
Building Section Age g?;ss Area RCI $:§: gsg’:ace RCI 5:5: ggzta ir ggjtio Recmnd \F;eeglr
2BSB 2BSB-F 16 Util 3996 | 65 2007 20979 | 86 2012 2098 0.56 Repair  ---
2BSB 2BSB-G 16 Uil 168 | 65 2007 882 | 86 2012 849 401 Replace 2007
2BSB2 2BSB1A 16 Util 1200 | 63 2006 6300 | 86 2012 3210 1.86 Replace 2006
9APK 9APK-A 16 Uil 7736 | 65 2007 40614 | 86 2012 4095 0.56 Repair -
9ASF 9ASF-A 16 Util 1268 | 65 2007 6657 | 86 2012 1287 0.93 Marginal -
9ASF 9ASF-B 16 Uil 660 | 65 2007 3465 | 86 2012 1111 1.44 Replace 2007
9ASF1 9ASF1A 16 Uil 3432 | 63 2006 18018 | 85 2012 2247 0.58 Repair -
9ASF3 9ASF3A 16 Uil 1268 | 65 2007 6657 | 86 2012 1241 0.91 Marginal -
9ASF3 9ASF3B 16 Uil 660 | 65 2007 3465 | 86 2012 1111 1.44 Replace 2007
9ASF4 OASF4A 16  Util 1450 | 62 2006 7612 | 83 2011 1809 111 Marginal = ----
9BJM 9BJM-A 16 Main 4671 | 49 2003 24523 | 99 2019 63269 3.39 Replace 2003
9BJM 9BJM-B 16 Main 4550 | 49 2003 23888 | 97 2017 61714 3.85 Replace 2003
9BJM 9BJM-C 16 Main 6047 | 48 2003 31747 | 96 2016 81992 413 Replace 2003
9BJM 9BJM-D 16 Main 8975 | 50 2004 47119 | 96 2016 12102 4.44 Replace 2004
9BJM 9BJM-E 16 Main 4811 | 48 2003 25258 | 97 2017 65145 3.84 Replace 2003
9BSB 9BSB-A 16 Util 877 | 65 2007 4604 | 86 2012 1231 1.23 Replace 2007
9BSBC iBSBC 16 Util 1500 [ 64 2006 7875 | 86 2012 2088 1.04 Marginal = ---
9BSBO iBSBO 16 Uil 216 | 60 2006 1134 | 86 2012 1106 3.41 Replace 2006
9BSBP iBSBP 16 Uil 371 | 65 2007 1948 | 86 2012 1145 251 Replace 2007
9BSD 9BSD-A 16 Main 2608 [ 64 2006 13692 | 86 2012 2616 0.80 Repair -
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Roof Section Without Repairs With Repairs Recommendations

Building Section Age 2?:58 Area RCI 322: gigace RCI $2§lr gigf‘if ggiﬁo Recmnd s:glr
9BSD 9BSD-B 16 Main 2960 | 63 2006 15540 | 86 2012 1860 0.56 Repair -
9BSD 9BSD-C 16 Main 1928 | 65 2007 10122 | 86 2012 1851 0.89 Marginal -
9BSD 9BSD-D 16 Main 1645 | 65 2007 8636 | 86 2012 1894 1.04 Marginal -
9BSD 9BSD-E 16 Main 4152 | 65 2007 21798 | 86 2012 2614 0.64 Repair  ---
9BSD 9BSD-F 16 Main 784 | 65 2007 4116 | 86 2012 1388 1.51 Replace 2007
9BSD 9BSD-G 16 Main 2736 | 78 2010 14364 | 86 2012 842 0.75 Repair  ---
9BSD 9BSD-H 16 Main 728 | 65 2007 3822 | 86 2012 1214 1.43 Replace 2007
9BSE-A iBS EA 16 Admn 5929 | 63 2006 31127 | 84 2011 3214 0.57 Repair -
9BSE-A QBBSEA 16 Admn 8235 | 65 2007 43234 | 86 2012 2881 0.43 Repair -
9BSE-A QCBSEA 16 Admn 1270 | 61 2006 6668 | 79 2010 1864 1.56 Replace 2006
9BSE-A QDBSEA 16 Admn 1476 | 62 2006 7749 | 83 2011 1454 091 Marginal  ---
9BSE-A gBSEA 16 Admn 1220 | 65 2007 6405 | 86 2012 1411 1.04 Marginal -
9BSE-A gBSEA 16 Admn 429 | 60 2006 2252 | 74 2009 1157 3.58 Replace 2006
9BSE-A EiBSEA 16 Admn 5929 | 64 2006 31127 | 85 2012 2650 0.44 Repair -
9BSE-A ?Bs EA 16 Admn 8547 [ 63 2006 44872 | 84 2011 3358 0.46 Repair  ---
9BSE-G iBSEG 16 Main 5540 | 57 2005 29085 | 86 2012 3135 0.47 Repair -
9BSE-G gBSEG 16 Main 8160 | 63 2006 42840 | 84 2011 3538 0.49 Repair -
9BSE-G gBSEG 16 Main 288 | 65 2007 1512 | 86 2012 1017 2.85 Replace 2007
9BSE-G gBSEG 16 Main 1800 | 65 2007 9450 | 86 2012 1578 0.83 Marginal  ----
9BSE-G EEBSEG 16 Main 5540 | 59 2005 29085 | 84 2011 2171 0.41 Repair  ---
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Roof Section Without Repairs With Repairs Recommendations
Bulding Section Age (2%  Area | RCI fepl Replace | gy fepl Repair | Al Recmna FP!
9BSE-G IQ:BSEG 16 Main 3740 | 43 2002 19635 | 86 2012 52415 5,50 Replace 2002
9BSE-G %BSEG 16 Main 4920 62 2006 25830 86 2012 5558 0.88 Marginal -
9BSE-G aBSEG 16 Main 4920 | 62 2006 25830 | 84 2011 3349 0.68 Repair
9BSE-G |QBSEG 16 Main 5400 | 63 2006 28350 | 84 2011 3236 0.62 Repair -
9BSE-G 3BSEG 16 Main 1870 | 62 2006 9818 | 86 2012 2271 0.93 Marginal -
9BSE-G iBSEG 16 Main 3158 | 48 2003 16580 | 86 2012 34434 478 Replace 2003
9BSE-G EBSEG 16 Main 8100 | 63 2006 42525 | 86 2012 5219 0.57 Repair -
9BSE-G IS\)ABSEG 16 Main 8100 | 65 2007 42525 | 86 2012 3151 0.46 Repair
9BSE-G ZBSEG 16 Main 8100 | 63 2006 42525 | 84 2011 3188 0.46 Repair
9BSE-G %BSEG 16 Main 8156 | 58 2005 42819 | 84 2011 3443 0.43 Repair
9BSE-G gBSEG 16 Main 7950 | 61 2006 41738 | 86 2012 3377 0.43 Repair
9BSE-G gBSEG 16 Main 7950 | 58 2005 41738 | 86 2012 3113 0.37 Repair
9BSE-G %BSEG 16 Main 2650 60 2006 13912 86 2012 1875 0.61 Repair ----
9BSK 9BSK-A 16 Util 8360 | 63 2006 43890 | 86 2012 4658 0.51 Repair
9BSK 9BSK-B 16 Util 812 | 65 2007 4263 | 86 2012 1193 1.28 Replace 2007
9BSK 9BSK-C 16 Utl 13176 | 55 2005 69174 | 86 2012 38138 1.74 Replace 2005
9BSP 9BSP-A 16 Util 6109 | 65 2007 32072 | 86 2012 2390 0.46 Repair
9BSP 9BSP-B 16 Uil 6439 | 51 2004 33805 | 84 2011 37400 3.32 Replace 2004
9BSP 9BSP-C 16 Uil 6439 | 62 2006 33805 | 82 2011 3267 0.55 Repair
9BSPO ?\BSPO 16 Util 7760 | 63 2006 40740 | 84 2011 3200 0.47 Repair
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Installation: IPP - Intermountain Power Project

Roof Section Without Repairs With Repairs Recommendations

Building Section Age g?:ss Area RCI \F;ZZ: g(e)gace RCI \F;:g gggtair ?{giio Recmnd s:gi
9BSPT iBSPT 16 Util 448 | 79 2010 2352 | 79 2010 o[ - Replace 2010
9BSU 9BSU-A 16 Uil 4032 | 65 2007 21168 | 86 2012 2528 0.64 Repair  ----

9BSUC iBSUC 16 Util 1045 | 65 2007 5486 | 86 2012 1422 1.20 Marginal = ----
9BSUS ,?\BSUS 16 Util 1200 | 64 2006 6300 | 86 2012 1556 0.98 Marginal =~ ----
9BSUT iBS UT 16 Uil 2240 | 65 2007 11760 | 86 2012 1814 0.78 Repair -
9BSUW iBSUW 16 Util 799 | 65 2007 4195 | 86 2012 1158 1.26 Replace 2007
9BSUW SéBSUW 16 Util 918 | 87 2012 4820 | 87 2012 0| - Replace 2012
9CHA 9CHA-A 16 Main 6090 | 65 2007 31972 | 86 2012 2712 050 Repair  ---

9CHA 9CHA-B 16 Main 173 | 65 2007 908 | 86 2012 918 420 Replace 2007

9CHA 9CHA-C 16 Main 5640 | 65 2007 29610 | 86 2012 3106 0.58 Repair -

9CHA 9CHA-D 16 Main 1134 | 65 2007 5954 | 86 2012 1479 115 Marginal -

9CHB1 zCHB1 16 Util 6384 | 65 2007 33516 | 86 2012 3318 0.56 Repair  ----
9CHB2 zcesz 6 Uil 2635 | 73 2004 13834 | 73 2004 0| - Replace 2004
9CHB2 gCHB2 6 Ut 2030 | 72 2004 10658 | 72 2004 o - Replace 2004
9CHB2 gCHsz 16 Uil 4200 | 65 2007 22050 | 86 2012 2923 0.69 Repair -
9CHB4 2CHB4 6 Uil 2160 | 100 2021 11340 | 100 2021 0| - Replace 2021
9CHB4 gCHB4 16 Util 3684 | 85 2012 19341 | 87 2012 580 | - Replace 2012
9CHD 9CHD-A 1 Ut 640 | 72 2002 3360 | 72 2002 0| -— Replace 2002

9CHD 9CHD-B 1 Uil 1152 [ 100 2021 6048 | 100 2021 o | - Replace 2021

9CHD 9CHD-C 16 Util 3080 | 60 2006 16170 | 86 2012 2570 0.69 Repair -
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Roof Section Without Repairs With Repairs Recommendations
Buiding Section Age (o Area | RCI oop gigt‘ace rol bt Aepair | Ad - Recmnd ferl
9CMB 9CMB-A 16 Util 1728 | 65 2007 9072 | 86 2012 1616 0.87 Marginal  ----
9CMB 9CMB-B 16  Util 1344 | 65 2007 7056 | 86 2012 1532 1.03 Marginal  ---
9WSA 2WSA- 16 Util 760 | 65 2007 3990 | 86 2012 1178 1.34 Replace 2007
9WSA gWSA- 16 Uil 3320 | 63 2006 17430 | 84 2011 3766 1.02 Marginal -
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Installation: IPP - Intermountain Power Project

Selection Criteria

Condition Index -- RCI All
Building ID All
Category Code All
Membrane Type All
Section Area’ All
Last Construction Year All
Last Inspection Year All
Replace Year/No Repairs All
Replace Year/Repairs All
Repair/Replace Ratio All

Sort Options
Building ID - Ascending

Cost Values
Area Cost Index 1.00
Roof Replacement Cost %5.25 per Sq. Ft.
Insulation Replacement Cost 8.00 per Sq. Ft.
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BUR Flashing Distresses:

Distress % of BUR
Type Description Severity Quantity Repair Cost Repair Cost
BF BASE FLASHING H 530 $10617.31 1.0
M 54224 $259190.80 23.6
L 98722
DR DRAIN & SCUPPER H 32 $1525.80 0.1
M 388 $8687.10 0.8
L 0
EM EMBEDDED METAL H 0 $0.00 0.0
M 0 $0.00 0.0
L 0
FP FLASHED PEN H 1 $82.84 0.0
M 0 $0.00 0.0
L 0
MC METAL CAP H 2 $19.00 0.0
M 754 $13715.26 1.2
L 58
PP PITCH PAN H 89 $2958.30 0.3
L 0
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Installation: IPP - Intermountain Power Project
BUR Membrane Distresses:
Distress % of BUR
Type Description Severity Quantity Repair Cost Repair Cost
BL BLISTERS H 0 $0.00 0.0
M 0 $0.00 0.0
L 0
DV DEBRIS & VEG H 0 $0.00 0.0
M 12845 $73124.80 6.7
EQ EQ SUPPORTS H 0 $0.00 0.0
M 0 $0.00 0.0
L 0
HL HOLES H 0 $0.00 0.0
PA PATCHING H 0 $0.00 0.0
M 54236 $728389.40 66.2
L 0 -—-
PD PONDING L 13166 ---
RG  RIDGES H 0 $0.00 0.0
M 0 $0.00 0.0
L 0
SL SLIPPAGE H 0 $0.00 0.0
L 0 ———
SP SPLITS H 0 $0.00 0.0
SR SURFACE DET H 0 $0.00 0.0
M 571 $1193.39 0.1
L 448
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SP Flashing Distresses:
Distress % of Single
Type Description Severity Quantity Repair Cost Ply Repair Cost
BC COATED METAL H 0 $0.00 0.0
M 0 $0.00 0.0
L 0
BF BASE FLASHING H 0 $0.00 0.0
M 0 $0.00 0.0
L 0
DR DRAIN & SCUPPER H 0 $0.00 0.0
M 0 $0.00 0.0
L 0
EM EMBEDDED METAL H 0 $0.00 0.0
M 0 $0.00 0.0
L 0
FP FLASHED PEN H 0 $0.00 0.0
M 0 $0.00 0.0
L 0
MC METAL CAP H 0 $0.00 0.0
M 0 $0.00 0.0
L 0
PP PITCH PAN H 0 $0.00 0.0
M 0 $0.00 0.0
L 0
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SP Membrane Distresses:
Distress % of Single
Type Description Severity Quantity Repair Cost Ply Repair Cost
DS DEFECTIVE SEAMS H 0 $0.00 0.0
M 0 $0.00 0.0
L 0
DV DEBRIS & VEG H 0 $0.00 0.0
M 0 $0.00 0.0
EQ EQ SUPPORTS H 0 $0.00 0.0
M 0] $0.00 0.0
L 0
HL HOLES H 0 $0.00 0.0
M 0 $0.00 0.0
L 0
MD MEMBRANE DETERIO H 0 $0.00 0.0
M 0 $0.00 0.0
L 0
MS MEMBRANE SUPPORT M 0 $0.00 0.0
L 0
PA PATCHING H 0 $0.00 0.0
M 0 $0.00 0.0
L 4826
PD PONDING M 0 $0.00 0.0
L 0
RG RIDGES H 0 $0.00 0.0
L 0
SC SURFACE COATING M 0 $0.00 0.0
L 0
SP SPLITS H 0 $0.00 0.0
SS SYSTEM SECUREMEN H 0 $0.00 0.0
M 0 $0.00 0.0
L 0
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Installation: IPP - Intermountain Power Project

Selection Criteria
Condition Index -- RCI

Building ID All
Cate ory Code All

rane Type All
Insulatlon Type All

|y All
Roof Slo All
Section rea All
Last Construction Year All
Last Inspection Year All

Sort Criteria
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Selection Criteria
Condition Index -- RCI All
Building Number All
Category Code All
Membrane Type All
Section Area All
Last Construction Year All
Table of Inspection Schedule Report
Year to Inspect

Category 2001 2002 2003 2004 2005 2006
Maintenance and 1 8 40 8 41 8
Production Facilities
Administrative Facilities 1 1 10 1 10 1
Utilities and Ground 7 9 117 9 122 9
Improvements
Total Sections to Inspect 9 18 167 18 173 18

RCI | Maximum # Years
Between Inspections

gggg 1 Number of Sections to Inspect 173
51-75 |2 Number of Missing Values 0
76-100 |4
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Selection Criteria
Condition Index -- RCI All
Building Number All
Cate ory Code All
rane Type All
Sectlon Area All
Last Construction Year All
Plot of Inspection Schedule Report
Number Of Year to Inspect
Sections
9 2001 T
18 2002
167 2003
18 2004
173 2005
18 2006
A A AP Y
0 18 36 54 72 90 108 126 144 162 180
Number of Sections
RCI | Maximum # Years
Between Inspections
gggg 1 Number of Sections to Inspect 173
51-75 |2 Number of Missing Values 0
76-100 | 4
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Selection Criteria
Condition Index -- RCI All
Building Number All
Category Code All
Membrane Type All
Section Area All
Last Construction Year All
Insp |Building ‘o e Section| Membrane | Section
Year ID Building Name Category D Type Area
2001 9ASA Boiler Sump Transfer Util&Grd 9ASA-A| BUR: Asphalt 1147
2001 9BDS Thaw Shed Util&Grd 9BDS-A| BUR: Asphalt 2400
2001 9BDS Thaw Shed Util&Grd 9BDS-B| BUR: Asphalt 5000
2001 9BDS Thaw Shed Util&Grd 9BDS-C| BUR: Asphalt 4825
2001 9BSB Onsite Reservoir Pump Util&Grd 9BSB-B| LIQUID APP: 3668
Acrylic
Elastomer
2001 9BSE-A| Administration Building Admin 9BSEA | None 3888
E
2001 9CFC Paint & Solvent Storage Maint&Prod 9CFC-A| None 416
2001 9CFCS | Sewage Treatment Util&Grd 9CFCS | BUR: Asphalt 160
A
2001 9CHB3 | Coal Transfer 3 Util&Grd 9CHB3 | BUR: Asphalt 2789
A
2002 1BSC Control Building Util&Grd 1BSC-A| BUR: Asphalt 11394
2002 1BSC Control Building Util&Grd 1BSC-C| BUR: Asphalt 5833
2002 9BJM Utility Services Building Maint&Prod 9BJM-A| BUR: Asphalt 4671
2002 9BJM Utility Services Building Maint&Prod 9BJM-B| BUR: Asphalt 4550
2002 9BJM Utility Services Building Maint&Prod 9BJM-Cj BUR: Asphalt 6047
2002 9BJM Utility Services Building Maint&Prod 9BJM-D| BUR: Asphalt 8975
2002 9BJM Utility Services Building Maint&Prod 9BJM-E| BUR: Asphalt 4811
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g‘:apr Buillging Building Name Category Se::g on Me_n;n_; !:‘:ne SeAii:n
2002 9BSE-G| General Services Maint&Prod lEiBSEG BUR: Asphalt 3740
2002 9BSE-G| General Services Maint&Prod aBSEG BUR: Asphalt 3158
2003 1BSA Unit One Boiler Util&Grd 1BSA-A| BUR: Asphalt 4140
2003 1BSA Unit One Boiler Util&Grd 1BSA-B| BUR: Asphalt 4140
2003 1BSA Unit One Boiler Util&Grd 1BSA-C| BUR: Asphalt 3277
2003 1BSA Unit One Boiler Util&Grd 1BSA-D| BUR: Asphalt 3277
2003 1BSA Unit One Boiler Util&Grd 1BSA-E| BUR: Asphalt 3277
2003 1BSA Unit One Boiler Util&Grd 1BSA-F| BUR: Asphalt 2308
2003 1BSA Unit One Boiler Util&Grd 1BSA-G| BUR: Asphalt 1792
2003 1BSA Unit One Boiler Util&Grd 1BSA-H| BUR: Asphalt 3128
2003 1BSA Unit One Boiler Util&Grd 1BSA-1 | BUR: Asphalt 7728
2003 1BSA Unit One Boiler Util&Grd 1BSA-J| BUR: Asphalt 7452
2003 1BSA Unit One Boiler Util&Grd 1BSA-K| BUR: Asphalt 3128
2003 1BSA Unit One Boiler Util&Grd 1BSA-L| BUR: Asphalt 3128
2003 1BSA Unit One Boiler Util&Grd 1BSA-M BUR: Asphalt 7728
2003 1BSA Unit One Boiler Util&Grd 1BSA-N| BUR: Asphalt 7452
2003 1BSA Unit One Boiler Util&Grd 1BSA-O| BUR: Asphalt 3128
2003 1BSA Unit One Boiler Util&Grd 1BSA-P| BUR: Asphalt 3540
2003 1BSA Unit One Boiler Util&Grd 1BSA-Q) BUR: Asphalt 3540
2003 1BSA1 | Turbine 1 Lube Oil Storage Util&Grd /1\BSA1 BUR: Asphalt 5278
2003 1BSA2 | Turbine 2 Lube Oil Storage Util&Grd LBSA2 BUR: Asphalt 5278
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g; sapr Buiilging Building Name Category Se::l;ion Me_rrr; i::ne S:itei:n
2003 ‘1I BSAT | Unit One Turbine Util&Grd I1 BSAT | BUR: Asphalt 5400
2003 1 BSAT | Unit One Turbine Util&Grd ]BSAT BUR: Asphalt 5400
2003 1 BSAT | Unit One Turbine Util&Grd '1< BSAT | BUR: Asphalt 5400
2003 : BSAT | Unit One Turbine Util&Grd l BSAT | BUR: Asphalt 5400
2003 1 BSAT | Unit One Turbine Util&Grd |1VI BSAT | BUR: Asphalt 5040
2003 : BSAT | Unit One Turbine Util&Grd :\l BSAT | BUR: Asphalt 5400
2003 1 BSAT | Unit One Turbine Util&Grd z)BSAT BUR: Asphait 5160
2003 1 BSAT | Unit One Turbine Util&Grd |1:> BSAT | BUR: Asphalt 5400
2003 1 BSAT | Unit One Turbine Util&Grd 2) BSAT | BUR: Asphalt 2040
2003 1 BSAT | Unit One Turbine Util&Grd 1R BSAT | BUR: Asphait 2040
2003 1BSB Unit One Wet Scrubber Util&Grd 1BSB-A| BUR: Asphalt 10545
2003 1BSB Unit One Wet Scrubber Util&Grd 1BSB-B| BUR: Asphalt 10545
2003 1BSB Unit One Wet Scrubber Util&Grd 1BSB-C| BUR: Asphalt 16761
2003 1BSB Unit One Wet Scrubber Util&Grd 1BSB-D| BUR: Asphalt 16761
2003 1BSB Unit One Wet Scrubber Util&Grd 1BSB-E| BUR: Asphalt 3996
2003 1BSB Unit One Wet Scrubber Util&Grd 1BSB-F| BUR: Asphalt 3996
2003 1BSB Unit One Wet Scrubber Util&Grd 1BSB-G| BUR: Asphalt 168
2003 1BSB1 | Unit One Baghouse Util&Grd )\BSB1 BUR: Asphalt 1200
2003 1BSC Control Building Util&Grd 1BSC-B| BUR: Asphalt 1601
2003 1BSH Circulating Water Util&Grd 1BSH-A| BUR: Asphait 4959
2003 1BSH Circulating Water Util&Grd 1BSH-B| BUR: Asphalt 8680

IP12_004282




Date: JUN/27/2001 Inspection Schedule Report Page 6
Installation: IPP - Intermountain Power Project
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2003 1GRD Guardhouse Admin LGRD- BUR: Asphalt 235
2003 1HRC-1| Cooling Tower SUS One Util&Grd 1HRC-A BUR: Asphalt 1040
2003 1HRC-2| Cooling Tower SUS Two util&Grd 2\ HRC2 | BUR: Asphalt 1064
2003 1RCS Rail Car Service Maint&Prod 1RCS-Al BUR: Asphalt 10764
2003 1RCS Rail Car Service Maint&Prod 1RCS-B| BUR: Asphalt 9450
2003 1RCS Rail Car Service Maint&Prod 1RCS-C BUR: Asphalt 12180
2003 1RCS Rail Car Service Maint&Prod 1RCS-00 BUR: Asphalt 10440
2003 1RCS Rail Car Service Maint&Prod 1RCS-E BUR: Asphalt 400
2003 2BSA Unit Two Boiler Util&Grd 2BSA-A| BUR: Asphalt 4140
2003 2BSA Unit Two Boiler Util&Grd 2BSA-B| BUR: Asphalt 4140
2003 2BSA Unit Two Boiler Util&Grd 2BSA-C| BUR: Asphalt 3277
2003 2BSA Unit Two Boiler Util&Grd 2BSA-D| BUR: Asphalt 3277
2003 2BSA Unit Two Boiler Util&Grd 2BSA-E| BUR: Asphalt 3277
2003 2BSA Unit Two Boiler Util&Grd 2BSA-F| BUR: Asphalt 2308
2003 2BSA Unit Two Boiler Util&Grd 2BSA-G| BUR: Asphalt 1792
2003 2BSA Unit Two Boiler Util&Grd 2BSA-H| BUR: Asphalt 3128
2003 2BSA Unit Two Boiler Util&Grd 2BSA-I | BUR: Asphalt 7728
2003 2BSA Unit Two Boiler Util&Grd 2BSA-J| BUR: Asphalt 7452
2003 2BSA Unit Two Boiler Util&Grd 2BSA-K| BUR: Asphalt 3128
2003 2BSA Unit Two Boiler Util&Grd 2BSA-L| BUR: Asphalt 3128
2003 2BSA Unit Two Boiler Util&Grd 2BSA-M BUR: Asphalt 7728
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2003 2BSA Unit Two Boiler Util&Grd 2BSA-N| BUR: Asphalt 7452
2003 2BSA Unit Two Boiler Util&Grd 2BSA-Of BUR: Asphalt 3128
2003 2BSA Unit Two Boiler Util&Grd 2BSA-P| BUR: Asphalt 3540
2003 2BSA Unit Two Boiler Util&Grd 2BSA-Q BUR: Asphalt 3540
2003 SBSAT Unit Two Turbine Util&Grd iBSAT BUR: Asphalt 5400
2003 gBSAT Unit Two Turbine Util&Grd :éBSAT BUR: Asphalt 5400
2003 gBSAT Unit Two Turbine Util&Grd éBSAT BUR: Asphalt 5160
2003 gBSAT Unit Two Turbine Util&Grd 2DBSAT BUR: Asphalt 5400
2003 gBSAT Unit Two Turbine Util&Grd EBSAT BUR: Asphalt 5040
2003 gBSAT Unit Two Turbine Util&Grd l2=BSAT BUR: Asphalt 5400
2003 SBSAT Unit Two Turbine Util&Grd éBSAT BUR: Asphalt 5040
2003 SBSAT Unit Two Turbine Util&Grd aBSAT BUR: Asphalt 5400
2003 2BSB Unit Two Wet Scrubber Util&Grd 2BSB-A| BUR: Asphalt 10545
2003 2BSB Unit Two Wet Scrubber Util&Grd 2BSB-B| BUR: Asphalt 10545
2003 2BSB Unit Two Wet Scrubber Util&Grd 2BSB-C{ BUR: Asphalt 16761
2003 2BSB Unit Two Wet Scrubber Util&Grd 2BSB-D| BUR: Asphalt 16761
2003 2BSB Unit Two Wet Scrubber Util&Grd 2BSB-E| BUR: Asphalt 3996
2003 2BSB Unit Two Wet Scrubber Util&Grd 2BSB-F| BUR: Asphalt 3996
2003 2BSB Unit Two Wet Scrubber Util&Grd 2BSB-G| BUR: Asphalt 168
2003 2BSB2 Unit Two Baghouse WHil&Grd iBSB1 BUR: Asphalt 1200
2003 9APK Emergency Generator Util&Grd 9APK-A[ BUR: Asphalt 7736
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2003 9ASF Sludge Transfer 2 Util&Grd 9ASF-A| BUR: Asphalt 1268
2003 9ASF Sludge Transfer 2 Util&Grd 9ASF-B| BUR: Asphalt 660
2003 9ASF1 | Sludge Transfer 1 Util&Grd 9ASF1Al BUR: Asphalt 3432
2003 9ASF3 | Sludge Transfer 3 Util&Grd 9ASF3A BUR: Asphalt 1268
2003 9ASF3 | Sludge Transfer 3 Util&Grd 9ASF3d BUR: Asphalt 660
2003 9ASF4 | Sludge Transfer 4 Util&Grd 9ASF4A BUR: Asphait 1450
2003 9BSB Onsite Reservoir Pump Util&Grd 9BSB-A| BUR: Asphalt 877
2003 9BSBC | Conveyor Drive Util&Grd 'SZBSBC BUR: Asphalt 1500
2003 9BSBO| Pre-Treatment Sludge Overflow Util&Grd /9\BSBO BUR: Asphalt 216
2003 9BSBP | Pre-Treatment Sludge Transfer Util&Grd 2BSBP BUR: Asphalt 371
2003 9BSD Limestone Preperation Maint&Prod 9BSD-A| BUR: Asphalt 2608
2003 9BSD Limestone Preperation Maint&Prod 9BSD-B| BUR: Asphalt 2960
2003 9BSD Limestone Preperation Maint&Prod 9BSD-C| BUR: Asphalt 1928
2003 9BSD Limestone Preperation Maint&Prod 9BSD-D| BUR: Asphalt 1645
2003 9BSD Limestone Preperation Maint&Prod 9BSD-E| BUR: Asphalt 4152
2003 9BSD Limestone Preperation Maint&Prod 9BSD-F| BUR: Asphalt 784
2003 9BSD Limestone Preperation Maint&Prod 9BSD-H| BUR: Asphalt 728
2003 9BSE-A| Administration Building Admin XBSEA BUR: Asphalt 5929
2003 9BSE-A] Administration Building Admin gBSEA BUR: Asphalt 8235
2003 9BSE-A| Administration Building Admin gBSEA BUR: Asphalt 1270
2003 9BSE-A| Administration Building Admin SEJ)BSEA BUR: Asphalt 1476
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2003 9BSE-A| Administration Building Admin ISzBSEA BUR: Asphalt 1220
2003 9BSE-A| Administration Building Admin %BSEA BUR: Asphalt 429
2003 9BSE-A| Administration Building Admin &BSEA BUR: Asphalt 5929
2003 9BSE-A| Administration Building Admin ?BSEA BUR: Asphalt 8547
2003 9BSE-G| General Services Maint&Prod XBSEG BUR: Asphalt 5540
2003 9BSE-G| General Services Maint&Prod gBSEG BUR: Asphalt 8160
2003 9BSE-G| General Services Maint&Prod gBSEG BUR: Asphalt 288
2003 9BSE-G| General Services Maint&Prod gBSEG BUR: Asphalt 1800
2003 9BSE-G| General Services Maint&Prod EBSEG BUR: Asphalt 5540
2003 9BSE-G| General Services Maint&Prod gBSEG BUR: Asphalt 4920
2003 9BSE-G| General Services Maint&Prod aBSEG BUR: Asphalt 4920
2003 9BSE-G[ General Services Maint&Prod ?BSEG BUR: Asphalt 5400
2003 9BSE-G| General Services Maint&Prod 3BSEG BUR: Asphalt 1870
2003 9BSE-G| General Services Maint&Prod ﬁBSEG BUR: Asphalt 8100
2003 9BSE-G| General Services Maint&Prod ,S\JABSEG BUR: Asphalt 8100
2003 9BSE-G| General Services Maint&Prod ZBSEG BUR: Asphalt 8100
2003 9BSE-G| General Services Maint&Prod %BSEG BUR: Asphalt 8156
2003 9BSE-G| General Services Maint&Prod gBSEG BUR: Asphalt 7950
2003 9BSE-G| General Services Maint&Prod %BSEG BUR: Asphalt 7950
2003 9BSE-G| General Services Maint&Prod gBSEG BUR: Asphalt 2650
2003 9BSK Water Treatment Util&Grd 9BSK-A[ BUR: Asphalt 8360
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2003 9BSK Water Treatment Util&Grd 9BSK-B| BUR: Asphalt 812
2003 9BSK Water Treatment Util&Grd 9BSK-C| BUR: Asphalt 13176
2003 9BSP Sludge Conditioning Util&Grd 9BSP-A| BUR: Asphalt 6109
2003 9BSP Sludge Conditioning Util&Grd 9BSP-B| BUR: Asphalt 6439
2003 9BSP Sludge Conditioning Util&Grd 9BSP-C| BUR: Asphalt 6439
2003 9BSPO | Slduge Transfer Util&Grd iBSPO BUR: Asphalt 7760
2003 9BSU Ash Water Recycle Pump Util&Grd 9BSU-A| BUR: Asphalt 4032
2003 9BSUC | Coal Sampling Prep Util&Grd iBSUC BUR: Asphalt 1045
2003 9BSUS | Setting Basin Pump Building Util&Grd iBSUS BUR: Asphalt 1200
2003 9BSUT | Tank Yard Pump Util&Grd iBSUT BUR: Asphalt 2240
2003 9BSUW| Waste Water Holding Pump Util&Grd 2BSUW BUR: Asphalt 799
2003 9CHA Coal Car Unloading Maint&Prod 9CHA-A] BUR: Asphalt 6090
2003 9CHA Coal Car Unloading Maint&Prod 9CHA-B| BUR: Asphait 173
2003 9CHA Coal Car Unloading Maint&Prod 9CHA-Jd BUR: Asphalt 5640
2003 9CHA Coal Car Unloading Maint&Prod 9CHA-O BUR: Asphalt 1134
2003 9CHB1 Coal Transfer 1 Util&Grd iCHB1 BUR: Asphalt 6384
2003 9CHB2 | Coal Transfer 2 Util&Grd 9CGB2| SINGLE-PLY: 2635
A EPDM
2003 9CHB2 | Coal Transfer 2 Util&Grd 9CHB2 | SINGLE-PLY: 2030
B EPDM
2003 9CHB2 | Coal Transfer 2 Util&Grd SéCHBZ BUR: Asphalt 4200
2003 9CHD Coal Crusher Util&Grd 9CHD-A SINGLE-PLY: 640
EPDM
2003 9CHD Coal Crusher Util&Grd 9CHD-J BUR: Asphalt 3080
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2003 9CMB Limestone Crusher Util&Grd 9CMB- | BUR: Asphalt 1728
A
2003 9CMB Limestone Crusher Util&Grd 9CMB- | BUR: Asphalt 1344
B
2003 9WSA DMAD Intake Structure Util&Grd 9WSA- | BUR: Asphalt 760
A
2003 9WSA DMAD Intake Structure Util&Grd 9WSA- | BUR: Asphalt 3320
B
2005 9BSD Limestone Preperation Maint&Prod 9BSD-H BUR: Asphait 2736
2005 9BSPT | Thickener Overflow Pump Building Util&Grd 9BSPT | LIQUID APP: 448
A Acrylic
Elastomer
2005 9BSUW| Waste Water Holding Pump Util&Grd 9BSUW| LIQUID APP: 918
B Acrylic
Elastomer
2005 9CHB4 | Coal Transfer 4 Util&Grd 9CHB4 | SINGLE-PLY: 2160
A EPDM
2005 9CHB4 | Coal Transfer 4 Util&Grd 9CHB4 | BUR: Asphalt 3684
B
2005 9CHD Coal Crusher Util&Grd 9CHD-H SINGLE-PLY: 1152
EPDM
RCl | Maximum # Years
Between Inspections
gggg 1 Number of Sections to Inspect 173
51-75 |2 Number of Missing Values 0
76-100 | 4
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Installation: IPP - Intermountain Power Project

Condition Index -- RCI
Building Number
Category Code
Membrane Type
Section Area

Last Construction Year

Selection Criteria

RCI | Maximum # Years
Between Inspections
8g§g 1 Number of Sections to Inspect 173
51-75 |2 Number of Missing Values 0
76-100 |4
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10 Year Program for Built-Up & Single-Ply Roofs

(Costs in Thousands)

Agencyl/Inst: IPP - Intermountain Power Project

Buildings: 54 Sections: 173 Area: 751127 SF
Function 01 02 03 04 05 06 | O7 08 | 09 10 | Totals
immediate Repairs
Major Repair Projects $80, $80| $80| $80 $320
Replacement Projects $23| $182 $144| $75| $66| $130 $2 $622
Intermediate M&R $23 $23| $23| $23| $23| $23, $23| $23| $23 $207
Insulation Inspections $10, $10| $10| $10| $10| $10, $10| $10, $10| $10 $100
Visual Inspections $30| $30| $30| $30| $30| $30| $30| $30| $30, $30 $300
Totals $120| $166| $325| $287| $138  $129| $193| $63| $63| $65 $1549
Cost Values
Immediate Repairs - Flashing 0.075 per Ln. Ft. intermediate M&R 0.030 per Sq. Ft.
ordaiiggar-Membrine - Sogg0berSa oo lostre Sean B
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Selection Criteria

Condition Index -- RCI All
Building Number All
Category Code All
Membrane Type All
Insulatlon Type All
g A
ope e
Secalon A{Jrea All
Last Construction Year All
Last Inspection Year All
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